Title 43

NATURAL RESOURCES

Part XVIIL. Office of Conservation—Injection and Mining
Subpart ?. Statewide Order No. 29-N-6

Japuary 2?2,207?

_Chapter 6.  Class VI Injection Wells

§661. Definitions

A. The following definitions apply to all regulations in
this Chapter. Terms not defined in this Section for Class VI
wells have the meaning given by R.S. (1950) Title 30, Section
1103.

Abandoned Well—a well whose wuse has been
permanently discontinued or which is in a state of disrepair
such that it cannot be used for its intended purpose or for
observation purposes.

Act—Part I, Chapter 1 of Title 30 of the Louisiana
Revised Statutes.

Act 517—Act 517 of the 2009 Louisiana regular
legislative session. See Louisiana Geologic Sequestration of
Carbon Dioxide Act.

Application—the filing by a person on the Office of
Conservation forms for an underground injection permit,
including any additions, revisions or modifications to the
forms.

Aquifer—a geological formation, group of formations, or
part of a formation that is capable of yielding a signifigant
amount of water to a well or spring.

Area of Review—the region surrounding .fhe gevlogic
sequestration project where USDWs may bejendangered by
the injection activity, and is delineated uging computationi}
modeling that accounts for the physical and chemical
properties of all phases of the injected carbiin digxide stream
and displaced fluids, and is based on“igvailable site
characterization, monitoring, and;operational data as set forth
in §5615.B. and £615.C.

Carbon Dioxide—naturally “ocqutriiig,:geologically
sourced, or anthropogenically sourced carbon dioxide
including its deriyitives 4id all mixtuges, combinations, and
phases, whethet Tiguid or: paseous, stripped, segregated, or
divided from any othegflard siigam théreof.

Copbon Dioxide Plime—the extent underground, in
thregilimensions, ot injetted carbon dioxide stream.

Carbon, Dioxide Stream—the carbon dioxide that has
been captured;from ari emission source (e.g., a power plant),
plus incidentalgasoeiated substances derived from the source
materials and theCapture process, and any substances added
to the stream to enable or improve the injection process. This
meaning does not apply to any carbon dioxide stream meeting
the definition of a hazardous waste under Title 40, Code of
Federal Regulations, Part 261.

Casing—a metallic or nonmetallic tubing or pipe df
varying diameter and weight, lowered into a borehole during
or after drilling in order to support the sides of the hole and
thus prevent the walls form caving, to prevent loss of drilling
mud into porous ground, or to prevent water, gas or other fluid
from entering he hole.

Catastrophic Collapse—the sudden and-utter failure of
overlying strata caused by removal ¢funderlying materials.

Cementing—the operatioiwhereby a"cement lurry 1s
pumped into a drilled hole anid/or forgced behind the gasing.

Cesspool—a drywell that, regéivés untreated sanitary
waste containing human excreta; and which sémetimes has an
open bottom and/or perforated sides;

Commiggionersthe Assistadt Secietary of the Office of
ConservatiofyjDepartiiignt of Natuial Resources.

Gonfining Begd—a body ef impermeable or distinctly less
permesble material ‘Sratigraphically adjacent to one or more
aquifersi

Confining;, Zong#a geological formation, group of
formations, or partof a formation stratigraphically overlying
the injection zone that acts as a barrier to fluid movement
dbove aii‘fiection zone.

Gontaminant—any physical, chemical, biological, or
radiological substance or matter in water.

Corrective Action—the use of UIC program-approved
methods to ensure that wells within the area of review do not
serve as conduits for the movement of fluids into USDWs.

Disposal Well—a well used for the disposal of waste into
a subsurface stratum.

Drilling Mud—heavy suspension used in drilling at
injection well introduced down the drill pipe and through th
drill bit.

Draft Permit—a document prepared under §611.C.1
indicating the commissioner’s decision to issue or deny,
modify, revoke and reissue, terminate, or reissue a permit. A
denial of request for modification, revocation and reissuance,
or termination, as discussed in §613.E is not a draft permit.

Drywell—a well, other than an improved sinkhole or
subsurface fluid distribution system, completed above the
water table so that its bottom and sides are typically dry
except when receiving fluids.

Effective Date—the date that the Louisiana State UIC
Program is approved by the Environmental Protection
Agency.

Emergency Permit—a UlC permit issued in accordance
with §115 or §515.
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Exempted Aquifer—an aquifer or its portion that meets
the criteria of the definition of underground source of drinking
water but which has been exempted according to the
procedures set forth in §603.F.

Existing Injection Well or Project—an injection well or
project other than a new injection well or project.

Experimental Technology—a technology which has not
been proven feasible under the conditions in which it is being
tested.

Facility or Activity—any facility or activity, including
land or appurtenances thereto, that is subject to these
regulations.

Fault—a surface or zone of rock fracture along which
there has been displacement.

Flow Rate—the volume per time unit given to the flow
of fluid substance which emerges from an
orifice, pump, twbine or passes along a conduit or channel.

Fluid—any material or substance which flows or moves
whether in a semisolid, liquid, sludge, gas or any other form
or state.

Formation—3a body of ¢ {
rock characterized by a degree of lithologic homogeneity
revealingly, but not necessarily, tabular and is mappable on
the carth's surface or traceable in the subsurface.

Formation Fluid—{fluid present in a formation ginder
natural conditions as opposed to introduced fluids, Such as
drilling muds.

Generator—any person, by site location, whose act or
process produces hazardous waste identifigd or'listed in the
Louisiana Hazardous Waste Managemgiit Progiam; or any
person or entity who generates or causes to be genérated any
fluid for well injection.

Geologic Storage—the long fir;short-term underground
storage of carbon dioxide in substfate geplogic formations.

Geologic Storage Facility—Se¢, Géologic Sequestration
Site.

Geologic Storage Site--See Geologié Sequestration Site.

Geologic:Sequestration—the lbrig-term containment of a
gaseous; liquidy ot superéritical carbon dioxide stream in
subsuiface geologi¢ formation§. This term does not apply to
carbon'dipxide capturgior transport.

Geologig:Sequesiration Project—an mjection well or
wells used togthplaée a carbon dioxide stream beneath the
lowermost formation contamning a USDW; or wells used for
geologic sequestration of carbon dioxide that have received
an expansion to the areal extent of an existing Class II
enhanced oil recovery or enhanced gas recovery aquifer
exemption pursuant to §603.F of this chapter. It includes the
subsurface three-dimensional extent of the carbon dioxide
plume, associated area of elevated pressure, and displaced
fluids, as well as the surface area above that delineated region.

Geologic Sequestration Site-—the underground reservoir,
carbon dioxide injection wells, monitoring wells,
underground equipment, and surface buildings and equipment
utilized in the sequestration or storage operation, including
pipelines owned or operated by the sequestration or storage
operator used to transport the carbon dioxide from one or
more capture facilities or sources to the sequestration or
storage and injection site. The underground reservoir
component of the sequestration or storage facility includes
any necessary and reasonable aerial buffer and subsurface
monitoring zones designated by the ‘commissioner for the
purpose of ensuring the safe and efficient operation of the
storage facility for the storage ofigarbon dioxide and shall be
chosen to protect against polliftion, and escape, or rijigration
of carbon dioxide.

Ground Water—water belgiw:the land Surface in a zone
of saturation.

Hazardoys Waste—a hazardous™wiate as defined in the
Louisiana Hazardous Waste Management Program.

Hazardous“sWaste “Management (HWM) Facility—all
contignous land, “and struétiites, other appurtenances, and
inproveéments on thg land, used for treating, storing or
disposing af hazardoug waste.

Improved: ySinkhole—a  naturally  occurring  karst
depression or other natural crevice found in volcanic terrain
and othier.geologic settings which have been modified by man
for. the purpose of directing and emplacing fluids into the
subsiirface.

dnjection Well—a well into which fluids are being
injected other than fluids associated with active drilling
operations.

Injection Interval—that part of the injection zomne in
which the well is screened or perforated or in which injected
fluids are directly emplaced.

Injection Zone—a geological formation, group of
formations or part of a formation receiving fluids through a
well. For Class VI projects, it must also be of sufficient areal
extent, thickness, porosity, and permeability to receive carbon
dioxide through a well or wells associated with a geologic
sequestration project.

Ionizing Radiation—any electromagnetic or particulate
radiation capable of producing ions, directly or indirectly, in
its passage through matter. It includes any or all of the
following: alpha rays, beta rays, gamma rays, X-rays,
neutrons, high-speed electrons, high-speed protons, and other
atomic particles; but not sound or radio waves, or visible,
infrared or ultraviolet light.

Lithology—the description of rocks on the basis of their
physical and chemical characteristics.

Louisiana Geologic Sequestration of Carbon Dioxide
Act—Act 517 of 2009 at Chapter 11 of Title 30 of the
Louisiana Revised Statutes of 1950,

Major Facility—any Class 1 or IV hazardous waste
injection well facility or activity.
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Manifest—ithe shipping document originated and signed
by the generator which contains the information required by
the Hazardous Waste Management Program.

New Injection Well—a well which began injection after
the Louisiana Underground Injection Control program is
approved and the applicable (Office of Conservation) rules
and regulations are promulgated.

Operator—the person recognized as being responsible to
the Office of Conservation for the well, site, facility, or
activity subject to regulatory authority under these rules and
regulations. The operator can, but need not be, the owner of
the well, site, facility, or activity.

Owner—the person that owns any well, site, facility, or
activity subject to regulation under the UIC program. The
owner can, but need not be, the operator of the well, site,
facility, or activity.

Packer—a device lowered into a well to produce a fluid
tight seal within the casing.

Permit—an authorization, license, or equivalent control
document issued by the commissioner to implement the
requirements of these regulations. Permit includes, but it is
not limited to, area permits and emergency permits. Permit
does not include UIC authorization by rule or any permit
which has not yet been the subject of final agency action, such
as a draft permit.

Person—any natural person, ndividual, association,
corporation, partnership, limited lability company, 1t other
entity, receiver, tutor, curator, executor, adgifiigtrator,
fiduciary, municipality, state or federal agency, 61 an agesit.or
employee of the aforementioned thereof.

Plugging—the act or process of glopping the flow of
water, oil or gas into or out of a formation‘through @horehole
or well penetrating that formation.

Plugging Record— a systetigtic listing of pépmanent or
temporary abandonment of watex oil; pas, test, exploration
and waste injection wells, and thay comain.a well log,
description of amounts:and types ofiplugging material used,
the method employed™ for plugging, a description of
formations whi¢h'iye sealéd and a griphic log of the well
showing formation” lpeating;:formation thickness, and
location ofipililiging stragtures.

Point of Injection—the last accessible sampling point
prior téiwaste fluidsibeing released into the subsurface
environsiéiit;through g Class V injection well. For example,
the point of hijection 6T a Class V septic system might be the
distribution box; thg last accessible sampling point before the
waste fluids draifi into the underlying soils. For a dry well, it
is likely to be the well bore itself.

Post-Injection Site Care—the appropriate monitoring
and other actions (including corrective action) needed
following cessation of geologic sequestration injection to
ensure that USDWs are not endangered, as required under
§633.

Pressure—the total load or force per unit area acting on
a surface.

Pressure Front—the zone of elevated pressure in the
subsurface created by injection where there is a pressure
differential sufficient to cause the movement of injected fluids
or formation fluids into a USDW.

Project—a group of wells in a single operation.

Public Water System—a system for the provision to the
public of piped water for human consggiption, if such system
has at east 15 service connections orfegularly serves at least
25 individuals. Such term includes:

a. any collection, trgdtment, storage, and disttibution
facilities under control ofithe operator of such system and
used primarily in connection'with siich 4ystem; and

b. any collection or pretigatment storage facilities
not under such géntrol which are used prigiarily in connection
with such sygtem.

Radiations—any e¢legtromagiétic or ionizing radiation
including gammairays and X-says, alpha and beta particles,
high-gpeed electrons, neutrons, protons and other nuclear
particlés;:but not sound waves. Unless specifically stated
therwiseitligse regulations apply only to ionizing radiation.

Radicactive" " Material—any material, whether solid,
liging, or gas, which emits radiation spontaneously.

Radioactive Waste—any waste which contains
radioactive material for which no use or reuse is intended and
which'is to be discarded.

RCRA—the Solid Waste Disposal Act as amended by the
Resource Conservation and Recovery Act of 1976 (P.L. 94-
580 as amended by P.L. 95-609, 42 U.S.C. 6901 et seq.).

Reservoir—that portion of any underground geologic
stratum, formation, or aquifer, including oil and gas
reservoirs, or other saline formations, and coal and coalbed
methane seams, suitable for or capable of being made suitable
for injection or storage of fluids.

Sanitary Waste—liquid or solid wastes originating solely
from humans and human activities, such as wastes collected
from toilets, showers, wash basins, sinks used for cleaning
domestic areas, sinks used for food preparation, clothes
washing operations, and sinks or washing machines where
food and beverage serving dishes, glasses, and utensils are
cleaned. Sources of these wastes may include single or
multiple residences, hotels and motels, restaurants,
bunkhouses, schools, ranger stations, crew quarters, guard
stations, campgrounds, picnic grounds, day-use recreation
areas, other commercial facilities, and industrial facilities
provided the waste is not mixed with industrial waste.

Schedule of Compliance—a schedule or remedial
measures included in a permit, including an enforceable
sequence of interim requirements (for example, actions,
operations, or milestone events) leading to compliance with
the act and these regulations.
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Septic Svstem—a well that is used to emplace sanitary
waste below the surface and is typically comprised of a septic
tank and subsurface fluid distribution system or disposal
system.

Site—the land or water area where any facility or activity
is physically located or conducted including adjacent land
used in connection with the facility or activity.

Site Closure——the point or time, as determined by the
UIC program following the requirements under §633, at
which the owner or operator of a geologic sequestration site
is released from post-injection site care responsibilities.

Skin Effect—the blockage or plugging of the well
perforations or near wellbore formation face from solids in
the waste stream that results in increased injection pressures
and can be measured by accepted engineering test procedures.

Sole or Principal Source Aquifer—an aquifer which is
the sole or principal drinking water source for an area and

which, if contaminated, would create a significant hazard to
public health.

State—the state of Louisiana.

Stratum (plural Strata)—a single sedimentary bed or
layer, regardless of thickness, that consists of generally the
same kind of rock material.

Subsurface Fluid Distribution System—an assemblage of
perforated pipes, drain tiles, or other similar mechanisms
intended to distribute fluids below the surface of the gyotind.

Surface Casing—the first string of casing to h&'natalled
in the well, excluding conductor casing.

Third Party—a party who is not wighin the corporate
structure of the owner or operator.

Total Dissolved Solids—the total dissdlved filterable
solids as determined by use of the method spgeified in the

14th edition, pp. 91-92, of “Stindard Methods, for the
Examination of Water and Waste Waltéyi

Transmissive Fault or Fracture:—g Tault or'fracture that
has sufficient permeability and vertical extent to allow fluids
to move betweeniformations.

JIC—the  Louisiand™8tate,, Lnderground  Injection
Control Préiprasi;

Underground Irjection==well injection.

Undepground Sotiice of Drinking Water (USDW)—an
aquifer or it portion:

a.  which gapplies any public water system; or

b. which contains a sufficient quantity of ground
water to supply a public water system; and

i currently supplies drinking water for human
consumption; or

ii.  contains fewer than 10,000 mg/1 total dissolved
solids; and which is not an exempted aquifer.

USDW—Underground Source of Drinking Water.

USEPA-—+the United States Environmental Protection
Agency.

Well—a bored, drilled, or driven shaft whose depth is
greater than the largest surface dimension; or, a dug hole
whose depth is greater than the largest surface dimension; or,
an improved sinkhole; or, a subsurface fluid distribution
system.

Well Injection—the subsurface emplacement of fluids
through an injection well.

Well Plug—a fluid-tight seal installed in a borehole or
well to prevent movement of {lyids.

Well — monitoring—th¢” measurement by /i on-site
instruments or laboratory fiigthods, afithe quality:6f water in
awell.

Well Stimulgfion—several progggses tised to clean the
well bore, enldige thannels, and incigéée pore space in the
interval to be injected:thus making i possible for fluids to
move more reagdily mtoithe formgtion, and includes, but may
not beg'limited to:

@y, surging;

b. " jetting;

¢. blasting:
diacidizing; or

e. hydraulic fracturing.

Workover—to perform one or more of a variety of
remedial operations on an injection well, such as cleaning,
perforation, change tubing, deepening, squeezing, plugging
back, etc.

AUTHOCRITY NOTE: Promulgated in accordance with R.S.
30:4 et seq., 30:22 et seq., and 30:1104 et seq.

HISTORICAL NOTE: Promulgated by the Department of
Natural Resources, Office of Conservation, LR 7:97 (September
2019).

§663. General Provisions

A. Applicability. These rules and regulations apply to all
owners and operators of proposed and existing Class VI
injection wells and projects in the state of Louisiana.

1. The commissioner shall administer the provisions of
Act 517 and these regulations promulgated thereunder for
geologic sequestration of carbon dioxide.

2. The provisions of this Chapter only apply to
geologic sequestration of carbon dioxide in underground
reservoirs as defined in §601 above. The geologic
sequestration of carbon dioxide is not permitted in solution-
mined salt caverns under these provisions.

3. This provisions of this Chapter also apply to owners
or operators of permit- or rule-authorized Class I, Class II, or
Class V experimental carbon dioxide injection projects who
seek to apply for a Class VI geologic sequestration permit for
their well or wells. Owners or operators seeking to convert
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existing Class I, Class II, or Class V experimental wells to
Class VI geologic sequestration wells must demonstrate to the
i that the wells were engineered and
constructed to meet the requirements at §617.A.1 and ensure
protection of USDWs, in lieu of requirements at §5617.A.2
and £617.B.1 By December 10, 2011, owners or operators of
either Class 1 wells previously permitted for the purpose of
geologic sequestration or Class V experimental technology
wells no longer being used for experimental purposes that will
continue injection of carbon dioxide for the purpose of GS
must apply for a Class VI permit. A converted well must still
meet all other requirements under this Chapter.

B. Prohibition of Unauthorized Injection. Any
underground injection, except as authorized by a permit or
rule, is prohibited after the effective date of these regulations.
Construction or operation of any well required to have a
permit under these regulations is prohibited until the permit
has been issued.

1.  Any underground injection that violates any rule of
this Chapter is subject to enforcement action.

C. Classification of Injection Wells

1. Class VI. Wells not experimental in nature that are
used for geologic sequestration of carbon dioxide beneath the
lowermost formation containing a USDW,; or wells used for
geologic sequestration of carbon dioxide that have received
an expansion to the areal extent of an existing Class II
enhanced oil recovery or enhanced gas recovery aguifer
exemption pursuant to the appropriate parts of §603 E

a. During initial Class VI program developnient, the
commissioner shall not expand the areal extent of:an existing
Class II enhanced oil recovery or enhanéed gas recovery
aquifer exemption for Class VI injegtion wells, and the
USEPA shall not approve a program that'applies for aquifer
exemnption expansions of Class I to Class Vi gxemptions as
part of the program description, All Class IFifp, Class VI
aquifer exemption expansions previdusly issued by USEPA
must be incorporated into the Clasy VI'prijgram descriptions
pursuant to requirements at 40 CFR 1 4523(f{9):

2. Prohibitiofi of Non-Experiméntal Class V Wells for
Geologic Sequéstration. 'The constiyetion, operation or
maintenance of any jnonsexperimental Class V geologic
sequestratiofiwell is prohibited.

D.;i Prohibition “of Movement of Fluid into Underground
Sotircés of Drinking Water

1. N6 authorization by permit or rule shall allow the
movement of fluid” containing any contaminant into
underground sotigees of drinking water, if the presence of that
contaminant may cause a violation of

§ 4% ov of the Louisiana
Drinking Water Regulations, Chapter VIII of the State
Sanitary Code or may otherwise adversely affect the health of
persons. The applicant for a permit shall have the burden of
showing that the requirements of this Section are met.

2. For Class VI wells, if any water quality monitoring
of a USDW indicates the movement of any contaminant into

the USDW, except as authorized under §603.F, the
commuissioner shall prescribe such additional requirements
for construction, corrective action, operation, monitoring, 0|r
reporting (including closure of the injection well) as are
necessary to prevent such movement. In the case of wells
authorized by permit, these additional requirements shall b)
imposed by modifying the permit in accordance with §613.C,
or the permit may be terminated under §613.E if cause exists,
or appropriate enforcement action may be taken if the permit
has been violated. In the case of wells authorized by rule, see
§603.E.1.

3. If at any time the cominissidngyJeanivithat a Class
VI well may cause a violatign 6f the"Touisiana  Drinking
Water Regulations, Chapter;XII of the State Sanitary Code or
may be otherwise adversely affecting the hedlth,of persons,
he shall:

a. requirg the injector to obigin a permit;

b. order the injector to take such actions (including,
where reqtifgd, closiite, of the ifijection well) as may be
necessary to prévent the'vinlatiosi'or adverse effect; or

g, take enfércementaction.

4. “Motwithstanding any other provision of this Section,
the:commiséitner may take emergency action upon receipt of
infirmation that acontaminant which is present in or likely to
enter:a public water system )
¢ 11iay present an imminent and substantial endangermer{t
¢ health or safety of persons.

E. #Authorization of Underground Injection by Rule

1. Class VI wells cannot be authorized by rule to
inject carbon dioxide. Owners or operators of Class VI wells
must obtain a permit.

a.  Any authorization by rule for an existing Class Il
enhanced recovery or hydrocarbon storage well shall expire
upon the effective date of a Class VI permit issued pursuant
to §603.G., or well plug and abandonment according to an
approved plug and abandonment plan, or upon well
conversion.

F. Identification of Underground Sources of Drinking
Water and Exempted Aquifers

1. The commissioner may identify (by narrative
description, illustrations, maps, or other means) and shall
protect as an underground source of drinking water, all
aquifers or parts of aquifers which meet the definition of an
underground source of drinking water, except where there is
an applicable aquifer exemption under §$603.F.2 and 4, or ah
expansion to the areal extent of an existing Class Il enhanced
oil recovery or enhanced gas recovery aquifer exemption for
the exclusive purpose of Class VI injection for geologil
sequestration under § 3435013 . F.4. Other than approved aquifgr
exemption expansions that meet the criteria set forth in
§ 13 F.2.d, new aquifer exemptions shall not be issued fdr
Class VI injection wells. Even if an aquifer has not been
specifically identified by the commissioner, it is an
underground source of drinking water if it meets the
definition.
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2. After notice and opportunity for a public hearing the
commussioner may identify (by narrative description,
illustrations, maps, or other means) and describe in
geographic and/or geometric terms (such as vertical and
lateral limits and gradient) which are clear and definite, all
aquifers or parts thereof which the commissioner proposes to
designate as exempted aquifers if they meet the following
criteria:

a. the aquifer does not currently serve as a source of
drinking water; and

b. the aquifer cannot now and will not in the future
serve as a source of drinking water because:

i it is nuneral, hydrocarbon or geothermal energy
producing or can be demonstrated by a permit applicant as
part of a permit application for a Class III operation to contain
minerals or hydrocarbons that considering their quantity and
location are expected to be commercially producible;

il itis situated at a depth or location which makes
recovery of water for drinking water purposes economically
or technologically impractical;

il it is so comtaminated that @t would be
economically or technologically impractical to render that
water fit for human consumption; or

iv. it is located over a Class III well mining area
subject to subsidence or catastrophic collapse; or

c. the total dissolved solids content of the ground
water is more than 3,000 and less than 10,000 mg/} and it is
not reasonably expected to supply a public wategisystent;

d. the areal extent of an aquifer exemiption for a
Class IT enhanced oil recovery or enhanced gas recovery
well may be expanded for the exclusivé'piipose of Class VI
injection for geologic sequestration under 10384 1f it
meets the following criteria:

i. it does not currently s¢rve.as a source of
drinking water; and

ii.  the totalidissolved solidgContent o1 the ground
water is more than3,000"mg/1 and les§;than 10,000 mg/l; and

il it'is d6tireasphably expectéd to supply a public
water system;

3,47 No designation ofign exempted aquifer submitted as
part'of the state’s UK :prograim shall be final until approved
by the USEPA. No désignation of an expansion to the areal
extent of & ass II enthanced oil recovery or enhanced gas
recovery aquifergxemption for the exclusive purpose of Class
VI injection forigeologic sequestration shall be final until
approved by the USEPA as a substantial revision of the state’s
UIC program in accordance with 40 CFR 145.32.

4. Expansion to the Arcal Extent of Existing Class II
Aquifer Exemptions for Class VI Wells. Operators of Class
1I enhanced oil recovery or enhanced gas recovery wells may
request that the commissioner approve an expansion to the
areal extent of an aquifer exemption already in place for a
Class II enhanced oil recovery or enhanced gas recovery well

for the exclusive purpose of Class VI injection for geologic
sequestration. Such requests are treated as a substantial
program revision to the state’s UIC program and will not be
final until approved by USEPA.

a. The operator of a Class Il enhanced oil recovery
or enhanced gas recovery well that requests an expansion of
the areal extent of an existing aquifer exemption for the
exclusive purpose of Class VI injection for geologic
sequestration must define (by narmative description,
illustrations, maps, or other mean¥)“énd describe in
geographic and/or geometric terms; (such as vertical and
lateral limits and gradient) that aretless.andidefinite, all
aquifers or parts thereof that arg réquested'to be desighated as
exempted using the criteria it § F2.d.

b. In evaluating a reéquest (o eXpand the areal extent
of an aquifer exemption of a Clagg Il enhanced oil recovery or
enhanced gas regovery well for“ilie. pugpose of Class VI
injection, the ¢ottithissioner must deteriiine that the request
meets  they criteria;;for exemiptions. In making the
determination’the commissioner shall consider:

i, current and poteittial future use of the USDWs
to'be éxempted as drinking-water resources;

i the predicted extent of the injected carbon
dioxide plumejiand:any mobilized fluids that may result in
degtadation of water quality, over the lifetime of the project,
asfEmed by computational modeling, in order to ensure
thit the proposed injection operation will not at any time
endanger USDWs including non-exempted portions of the
injection formation; and

iii.  whether the areal extent of the expanded aquifer
exemption is of sufficient size to account for any possible
revisions to the computational model during reevaluation of
the area of review.

G Transitioning from Class II to Class VI

used to inject carbon
d10X1de for the prlmary purpose of long-term storage into an
oil or gas reservoir must b §
we-Class VI geologic 5equeslr<mon when there is an
increased risk to USDWs compared to Class II operations.
The factors specified in §603.G.2 below must be considered
in determining if there is an increased risk to USDWs.

2 The commissioner shall determine when there is an
increased risk to USDWs compared to Class 11 operations and
when a Class VI permit is required. The commissioner must
consider the following in order to make this determination:

a. increase in reservoir pressure within the injection
zone(s);

b. increase in carbon dioxide injection rates;
¢. decrease in reservoir production rates;

d. distance between the injection zone(s) and
USDWs;

e. suitability of the Class II enhanced oil or gas
recovery area of review delineation;
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f. quality of abandoned well plugs within the area of
review;

g. the owner’s or operator’s plan for recovery of
carbon dioxide at the cessation of injection;

h. the source and properties of injected carbon
dioxide; and

i, any additional site-specific factors as determined
by the commissioner.

H. Additional Requirements.

1. Al tests, reports, logs, surveys, plans, applications,
or other submittals whether required by these rules and
regulations or submitted for informational purposes are
required to bear the Louisiana Office of Conservation serial
number of any Class VI carbon dioxide sequestration well
associated with the submittal.

2. All applications, reports, plans, requests, maps,
cross-sections, drawings, opinions, recommendations,
calculations, evaluations, or other submittals including or
comprising geoscientific work as defined by La. R.S.
37:711.1 et seq. must be prepared, sealed, signed, and dated
by a licensed Professional Geoscientist (P.G.) authorized to
practice by and in good standing with the Louisiana Board of
Professional Geoscientists.

3. All applications, reports, plans, requests,
specifications, details, calculations, drawings, opinions,
recommendations, evaluations or other submittals ingliding
or comprising the practice of engineering as definéd by La.
R.S. 37:681 et seq. must be prepared, sealed,fignediand
dated by a licensed Professional Engineer (P.E;) authorized to
practice by and in good standing with the Louisiang
Professional Engineering and Land Surygying Board.

4. The commissioner may preséibe’ additional
requirements for Class VI wells,or projects in 6fier to protect
USDWs and the health, safety, andiwelfare of the'public.

1. Confidentiality of Information. Tnféimation”obtained
by any rule, regulations, order, or pegrilit terin or condition
adopted or issuediheigunder, oriby any investigation
authorized thereby, shall h¢ availableito, the public, unless
nondisclosure is requested . writing agid such information is
determined by, the comiifissioner ta féquire confidentiality to
protect tiade Secrits, progesses, operations, style of work,
apparatus, statisticdl data, ificime, profits, losses, or in order
to protéttany plan, pigcessytool, mechanism, or compound;
provided“ that such’ nondisclosure shall not apply to
information“thiat is necessary for use by duly authorized
officers or employees of state or federal government in
carrying out theit responsibilities under these regulations or
applicable federal or state law. If no claim is made at the time
of submission, the commissioner may make the information
available to the public without further notice. Claims of
confidentiality for the following information shall be denied:

1. the name and address of any permit applicant or
permittee; and

2. information which deals with the existence, absence,
or level of contaminants in drinking water or zones other than
the approved injection zone.

AUTHOCRITY NOTE: Promulgated in accordance with R.S.
30:4 et seq., 30:22 et seq., and 30:1104 et seq.

HISTORICAL NOTE: Promulgated by the Department of
Natural Resources, Office of Conservation, LR ?:27 (September
2019).

§605. Permit Requirements, Application; Signatories

A. Applicability. The rules afid regulations 61 thig, Section
apply to all Class ¥ imjection wells orproject
applications requiredito be filed with:the Department
of Natural Resource¥ (Offite of Conservation) for
authorization under R.S."1950 Title 38

B. The commissioner cannot issyg,a'permit on an area
basis for a Class VI well ot pertiit.

C. Application Required

1., Permit Application; New applicants, permittees, and
any pérson required tathavesa permit shall complete, sign, and
submit afiiipplication to the commissioner as described in this
Sedtion.

a. the applicant shall submit one signed paper
weérsion ofthé application and an exact duplicate of the
dpplication  in an electronic format approved by the
cottitiiissioner. The commissioner may request additional
paper copies of the application—either in its entirety or in
part—as needed.

b. the electronic version of the application shall
contain the following certification statement:
This document is an electronic version of the application
titled (Znsert Document Title) dated (Fnsert Application Date).
This electronic version is an exact duplicate of the paper copy
subrmitted in (Tnsert the Number of Volumes Comprising the Full
Application) to the Louisiana Office of Conservation.

¢. The applicant shall submit the application
identified in §605.C.1 above to the USEPA in an electronic
format approved by the USEPA.

2. Time to Apply. Any person who performs or
proposes an underground injection for which a permit is or
will be required shall submit an application to the
COMIMISSIoner.

a. fornew Class VIinjection wells, a reasonable time
before construction is expected to begin.

D. Who Applies. It is the duty of the owner of a facility or
activity to submit an application for permit. When a facility is
owned by one person and operated by another, it is the
operator's duty to obtain a permit.

E. Signature Requirements. All permit applications shall
be signed as follows.

1. Corporations. By a principal executive officer of at

least the level of vice-president, or duly authorized
representative of that person if the representative performs
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similar policy making functions for the corporation. A person
is a duly authorized representative only if:

a. the authorization is made in writing by a principle
executive officer of at least the level of vice-president;

b. the authorization specifies either an individual or
position having responsibility for the overall operation of a
sequestration well, such as the position of plant manager,
superintendent, or position of equivalent responsibility. A
duly authorized representative may thus be either a named
individual or any individual occupying a named position; and

¢. the written authorization is submitted to the Office
of Conservation.

2. Limited Liability Company (LLC). By a member if
the LLC is member-managed, by a manager if the LLC is
manager-managed, or by a duly authorized representative
only if:

a. the authorization is made in writing by an
individual who would otherwise have signature authority as
outlined in §605.E.2 above;

b. the authorization specifies either an individual or
position having responsibility for the overall operation of a
sequestration well, such as the position of plant manager,
superintendent, or position of equivalent responsibility. A
duly authorized representative may thus be either a named
individual or any individual occupying a named position; and

c. thewritten authorization is submitted to the Office
of Conservation.

3. Partnership or Sole Proprietorship. By a general
partuer or proprietor, respectively; or

4. Public Agency. By either a principal exccutive
officer or a ranking elected official of a municipality; state,
federal, or other public agency.

F. Signature Reauthorization. If an authorization undér
§605.E is no longer accurate because a différent individual of
position has responsibility for the overall opetation of a
sequestration well, a new authorization ;satisfying the
signature requirements must be submitted toithe Office of
Conservation before or congirent with 46y, reports,
mformation, or applications reqgirédite be signéd’ by an
authorized representative.

G. Certification. Any, person signiig a dogument under
§60S.E shall make the following certification on the
application:

AUTHORITY NOTE: Promulgated in accordance with R.S.
30:4 et seq., 30:22 et seq., and 30:1104 et seq.

HISTORICAL NOTE: Promulgated by the Department of
Natural Resources, Office of Conservation, LR 7:77 (September
2019).

§607. Application Content

A. The following minimum information required in §607
shall be submitted with a permit application to construct a new
Class VI well or convert any existing well for Class VI
service. The applicant shall also refer to the appropriate
application form for any additional igformation that may be
required. For information already oi:file with the office of
conservation, the commissioner, may aggept theirequired
information by reference i g v

B. Administrative informatigi;

1. all requiged state applicatinn, form(s);

2. the nont¢fundable application;fee(s) as per LAC
43:XIX.Chapter 7 6t guccessor dogumint;

3. the name and mailing address of the applicant and
the physical addrgss of the Sequestration well facility;

&, the operatdi’s nameidddress, telephone number, and
e-maitgddress;

5. “éwnership status.
public, or other.entity:

6. a briet"d&scription of the nature of the business
asstpiated with the activity;

7. "the activity or activities conducted by the applicant
whith require the applicant to obtain a permit under these
regulations;

8. up to four SIC Codes which best reflect the principal
products or services provided by the facility;

9. a listing of all permits or construction approvals
that the applicant has received or applied for under any of the
following program which specifically affect the legal
or technical ability of the applicant to undertake the activity
or activities to be conducted by the applicant under the permit
being sought:

a. the Louisiana Hazardous Waste Management;

b. this or any other Underground Injection Control
Program;

¢.  NPDES Program under the Clean Water Act;

d. Prevention of Significant Deterioration (PSD)
Program under the Clean Air Act;

e. Nonattainment Program under the Clean Air Act;

f. National Emission Standards for Hazardous
Pollutants (NESHAPS) preconstruction approval under the
Clean Air Act;

g. Ocean Dumping Permit under the Marine
Protection Research and Sanctuaries Act;

h. dredge or fill permits under Section 404 of the Clean
Water Act; and

i.  other relevant environmental permits including,
but not limited to any state permits issued under the Louisiana
Coastal Resources Program, the Louisiana Surface Mining
Program or the Louisiana Natural and Scenic Streams
System;

10. acknowledgment as to whether the facility is located
on Indian lands or other lands under the jurisdiction or

i as federal, state, private,
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protection of the federal government, or whether the facility
is located on state water bottoms or other lands owned by or
under the jurisdiction or protection of the state of Louisiana;

11. documentation of financial respongsibility or
documentation of the method by which proof of financial
responsibility will be provided as required in §609.C. Before
making a final permit decision, final (official) documentation
of financial responsibility must be subrmitted to and approved
by the Office of Conservation;

12. names and addresses of all property owners within
the area of review of the Class VI well or project.

C. Application Contents: An application submitted to
construct a new Class VI well or convert any existing well to
Class VI shall contain the following geological and technical
information:

1. Maps and Related Information

a. map(s) showing property boundaries of the
facility, the location of the proposed Class VI well, and the
applicable area of review consistent with §§615.B and 615.C.
USGS topographic maps with a scale of 1:24,000 may be
used. The map boundaries must extend at least two miles
beyond the area of review and include as applicable:

i.  the section, township and range of the area
where the activity is located and any parish, city, municipality,
state, and tribal boundaries.

ii.  within the area of review, the map(s) must
identify all injection wells, producing wells, abandoned wells,
plugged wells or dry holes, deep stratigraphic bareholés,
State- or USEPA-approved subsurface cleanup sites; surface
bodies of water, springs, surface and subsutface fiiipes,
quarries, water wells, other pertinent gurface featiigs,
including structures intended for human occupancy, and
roads.

iii.  only information of public recdidits required to
be mcluded on the map(s), howeyer, the appliciatis required
to make a diligent search to locate il wells not listéd“in the
public record.

iv.  for watgpmwells on the Tacility, property and
adjacent property,;submit & tabulation of well depth, water
level, owner, chiémiical analysis, and other pertinent data. If
these wells do notiexisty $ubmit this information for a
minimumuf Hhree other:wells 1 the area of review or a
statemeit why this informétion was not included.

¥ the protogol followed to identify, locate, and
ascertain the conditionof all wells within the area of review
that penetrateithe injegtion or confining zone.

b. inforiation on the geologic structure and
hydrogeologic properties of the proposed sequestration site
and overlying formations, to include:

i geologic and topographic maps and cross-
sections illustrating regional geology. and
hydrology.

ii.  maps and cross-sections to a scale needed to
detail the local geolog; and hydrology.

The maps and cross-sections must extend at least two miles
beyond the arca of review;

iii.  the location, orientation, and properties of
known or suspected faults and fractures that may transect the
confining zone(s) in the area of review and a determination
that they would not interfere with containment;

iv.  maps and stratigraphic cross-sections showing
the general vertical and lateral limits of all USDWs, water
wells and springs within the area of reyiew, their position
relative to the injection zone(s) andithe difection of water
movement, if known.

v.  in areas with limited subsurfice well Gontrol or
where the subsurface geolbgy is in doubt and casinot be
described adequately, theé"commissiéner may.request the
applicant to provide geophysical;seismic data of the project
area.

c. any'othér maps required byithe commissioner to
evaluate theproposéd project.

2.. Application Technical Information

a, data onfythe depth, areal extent, thickness,
mineralgity, porosity, permeability, and capillary pressure of
the, injectianand confining zone(s); including geology/facies
changes based on. field data which may include geologic
corgs, outcrop data, seismic surveys, well logs, and names and
litholdgie deseriptions;

b. geomechanical information on fractures, stress,
ductility, rock strength, and in situ fluid pressures within the
confining zone(s);

c. information on the region’s seismic history
including the presence and depth of seismic sources and a
determination that the seismicity would not interfere with
containment; and

d. atabulation of all wells within the area of review
that penetrate the base of the USDW. Such data must include
a description of each well’s type, construction, date drilled,
location, depth, record of plugging and/or completion, and
any other information the commissioner may require;

e. baseline geochemical data on subsurface
formations, including injection zones, confining zones and all
USDWs in the area of review;

f.  proposed operating data:

i.  average and maximum daily rate and volume
and/or mass and total anticipated volume and/or mass of the
carbon dioxide stream;

ii.  average and maximum injection pressure;
iii.  source(s) of the carbon dioxide stream; and

iv.  analysis of the chemical and physical
characteristics of the carbon dioxide stream.

g. proposed pre-operational formation testing
program to obtain an analysis of the chemical and physical
characteristics of the injection zone(s) and confining zone(s)
and that meets the requirements at §617.B;
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h. proposed stimulation program, a description of
stimulation fluids to be used and a determination that
stimulation will not interfere with containment;

1. proposed injection operation procedures;

J- schematics or other appropriate drawings of the
surface (wellhead and related appurtenances) and subsurface
construction details of the well;

k. injection well construction procedures that meet
the requirements of §617.A;

L. proposed area of review and corrective action plan
that meets the requirements under §5615.B and $615.C;

n. proposed testing and monitoring plan required by
§625;

o. proposed injection well plugging plan required by
§631;

p. proposed post-injection site care and site closure
plan required by §633.A.3;

q. atthe commissioner’s discretion, a demonstration
of an alternative post-injection site care timeframe required
by §633.A.3;

r. proposed emergency and remedial responsg plan
required (contingency plans for well failures or bregghes) by
§623;

s.  a list of contacts, submitted to the:commissibuer
for those states and tribes identified to bewithin the area 6f
review based on information provided i §607.C%, a.i; and

t any additional information regpited by the
commissioner to evaluate the proposed project.

3. The commissioner shall notify:in writing, aiy states
or tribes within the area of review bised:on information
provided by the applicant in §:607.€. a1 and $607.C 2.s.

AUTHORITY NQTE:  Promulgated #yaccordance with R.S.
30:4 et seq., 30:22 et s¥g and 3011104 ot.s€q.
HISTORIGAENOTE " Promulgated” by the Department of
Natural :Resourcesii@ffice ‘of :Conservation, LR 2:7?7 (September
2019y,

§609. Legal Permit Conditions

A. Applicability. The rules and regulations of this Section
set forth legal cénditions for Class VI well permits. Permits
for owners or operators of Class VI injection wells shall
include conditions meeting applicable requirements of §3609,
£615, $617, $619, $621, $623, 4625, 5627, 4629, and $631.

B. Signatories. All reports required by permits and other
information requested by the commissioner shall be signed as
in applications by a person described in §605.D.

C. Financial Responsibility

1. The permit shall require the permittee to maintain
financial responsibility and resources to close, plug, and
abandon the underground injection wells and, where
necessary, related surface facility, and for post-injection site
care and site closure in a manner fiwescribed by the
commussioner. Class VI well operator§must dlso comply with
§609.C.4. The permittec must show  evidence of financial
responsibility to the commissioner, by the submission of:

a. a certificate of déposit issued in sole favdr of the
Office of Conservation “iyy.a foith, preséribed” by the
commissioner. A certificate of'deposit may ot be withdrawn,
canceled, rolled oyer or amendediiiy, any mgnner without the
approval of the gbmmissioner;

b. _dperforminece bond (sirety bond) in sole favor of
the Office ofyConservition in g form prescribed by the
comuyissioner;

G a letter-oficredit in sole favor of the Office of
Conserviation in a form prescribed by the commissioner;

d. sitésépegific trust account, or

€. any, other instrument of financial assurance 3
acceptable to the commissioner.

2y,.+The amount of funds available in the financial
instryment shall be no less than the amount identified in the
cost estimate of the closure plan and any required post-
injection site care and site closure, and must be approved by
the commissioner.

3. Any financial instrument filed in satisfaction of the
finaneial responsibility requirements shall be issued by and
drawn on a bank or other financial institution authorized
under state or federal law to operate in the State of Louisiana.

4. Class VI well owners, operators, or applicants shall
comply with these additional requirements of financial
responsibility:

a. qualifying financial responsibility instruments
must be sufficient to cover the cost of meeting the
requirements of:

i.  corrective action of §615.C;

ii.  injection well plugging of §631;

=

ii.  post-injection site care and site closure of §633;
and

iv.  emergency and remedial response of §623. The
owner/operator shall maintain_ti insurance at a
sufficient level to respond to any emergency or to perform any
remedial action that meets the requirements of §623.

b. financial responsibility instruments must be
sufficient to address endangerment of underground sources of
drinking water.
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¢. qualifying financial responsibility instruments
must comprise protective conditions of coverage. Protective
conditions of coverage must include at a minimum
cancellation, renewal, and continvation provisions,
specifications on when the provider becomes liable following
a notice of cancellation if there is a failure to renew with a
new qualifying financial instrument, and requirements for the
provider to meet a minimum rating, minimum capitalization,
and ability to pass the bond rating when applicable.

i.  Cancellation: an owner or operator must provide
that their financial mechanism may not cancel, terminate or
fail to renew except for failure to pay such financial
instrument. If there is a failure to pay the financial instrument,
the financial institution may elect to cancel, terminate, or fail
to renew the instrument by sending notice by certified mail to
the owner or operator and the commissioner. The cancellation
must not be final for 120 days after receipt of the cancellation
notice. The owner or operator must provide an alternate
financial responsibility demonstration within 60 days of
notice of cancellation, and if an alternate financial
responsibility demonstration is not acceptable or possible, any
funds from the instrument being cancelled must be released
within 60 days of notification by the commissioner.

ii.  Renewal: owners or operators must renew all
financial instruments, if an instrument expires, for the entire
term of the geologic sequestration project. The instrament
may be automatically renewed as long as the owner or
operator has the option of renewal at the face amount of the
expiring instrument. The automatic renewal of the ingfrumeént
must, at a minimum, provide the holder with thefoption of
renewal at the face amount of the expirifiy findngial
instrument.

iii.  cancellation, termination, o failurg to renew
may not occur and the financial instruinerit will reftiain in full
force and effect in the event that on or befoie the date of
expiration the commissioner deems the facility $bandoned; or
the permit is terminated or revoked opa new permitiydénied;
or closure is ordered by the cotnmissidier, or ascourt of
competent jurisdiction; or the ownet orioperatoriis named as
debtor in a voluntary:brigvoluntary pioceeding under Title 11
(Bankruptey), U.8i Code; 6t the amouiit due is paid.

d. qualifyind: finf#igial,. respensibility  instruments
must be appiéved by the gommissioner.

i the comymissioper’ shall consider and approve
the Tinangial responsibility demonstration for all the phases of
the geologic sequesifation project before issuing any
authorization to begin geologic sequestration of carbon
dioxide in a Clags ¥ well.

ii.  thé'owner or operator must provide any updated
information related to their financial responsibility
instrument(s) annually and if there are any changes, the
commissioner must evaluate the financial responsibility
demonstration to confirm that the instrument(s) used remain
adequate. The owner or operator must maintain financial
responsibility requirements regardless of the status of the
commissioner's review of the financial responsibility
demonstration.

ili.  the commissioner may disapprove the use of a
financial instrument if he determines it is not sufficient to
meet the financial responsibility requirements.

e. The owner or operator may demonstrate financial
responsibility by using one or multiple qualifying financial
instruments for specific phases of the geologic sequestration
project.

i.  Inthe event that the owner or operator combines
more than one instrument for a specific geglogic sequestration
phase (e.g., well plugging), such compination:must be limited
to instruments that are not based on financial strength or
performance, for example trustfonds, i
surety bonds guaranteeing payment into a trust find,
letters of credit- t.In thisucase, #t is th|
combination of mechanisms, pather thar’ 'the single
mechanism, which must provide financial t¢sponsibility for
an amount at leagt'equal to the curi€iy, cost:Estimate.

f. the reduitement to raintain adequate financial
responsibilit§iand resdygges is dirggtly enforceable regardless
of whether the fequiremitiit is a.¢ondition of the permit. The
owner, or operatormust matniiin financial responsibility and
resources until:

i the compmissioner receives and approves the
comipleted postiinjection site care and site closure plan; and

ii.  the commissioner approves site closure.

g. the owner or operator may be released from a
fitdngial instrument in the following circumstances:

i.  the owner or operator has completed the phase
of the geologic sequestration project for which the financial
instrument was required and has fulfilled all its financial
obligations as determined by the commissioner, including
obtaining financial responsibility for the next phase of the
geologic sequestration project, if required; or

ii. the owner or operator has submitted a
replacement financial instrument and received written
approval from the commissioner accepting the new financial
instrument and releasing the owner or operator from the
previous financial instrument.

h. the owner or operator must have a detailed written
estimate, in current dollars, of the cost of performing
corrective action on wells in the area of review, plugging the
injection well(s), post-injection site care and site closure, and
emergency and remedial response.

i.  the cost estimate must be performed for each
phase separately and must be based on the costs to the Office
of Conservation of contracting a third party to perform the
required activities. A third party is a party who is not within
the corporate structure of the owner or operator.

ii.  during the active life of the geologic
sequestration project, the owner or operator must adjust the
cost estimate for inflation within 60 days before the
anniversary date of the establishment of the financial
instrument(s) and provide this adjustment to the
commissioner. The owner or operator must also provide the
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commissioner written updates of adjustments to the cost
estimate within 60 days of any amendments to the areca of
review and corrective action plan, the injection well plugging
plan, the post-injection site care and site closure plan, and the
emergency and remedial response plan.

ili.  the commissioner must approve any decrease or
increase to the initial cost estimate. During the active life of
the geologic sequestration project, the owner or operator must
revise the cost estimate no later than 60 days after the
commissioner has approved the request to modify the area of
review and corrective action plan, the injection well plugging
plan, the post-injection site care and site closure plan, and the
emergency and response plan, if the change in the plan
increases the cost. If the change to the plans decreases the
cost, any withdrawal of funds must be approved by the
commissioner. Any decrease to the value of the financial
assurance instrument must first be approved by the
commissioner. The revised cost estimate must be adjusted for
inflation as specified at §609.C.4 h.ii. above.

iv.  whenever the current cost estimate increases to
an amount greater than the face amount of a financial
instrument currently in use, the owner or operator, within 60
days after the increase, must either cause the face amount to
be increased to an amount at least equal to the current cost
estimate and submit evidence of such increase to the
commissioner, or obtain other financial responsibility
instruments to cover the increase. Whenever the current cost
estimate decreases, the face amount of the financial assugance
instrument may be reduced to the amount of the curgiit cost
estimate only after the owner or operator has receiyed written
approval from the commissioner.

i. the owner or operator miust “notify the
commissioner by certified mail ofiiadversg financial
conditions such as bankruptcy that may ‘affect theability to
carry out injection well plugging and post-injéction site care
and site closure.

i.  in the event that the OWngr.or operator or the
third party provider of a financial fesponsibility instrument is
going through a bankeuptcy, the awiler or operator must
notify the comghissiongr, by céitified mail of the
commencement’vf:a voluiitary or inyeluntary proceeding
under Title 11 (Bankiiiptey),i:8,.Code; naming the owner or
operator ag:idébtor, withity:1 0 days dfter commencement of the
proceeding.

#di. an‘owner or operator who fulfills the financial
responsibility requirements by obtaining an approved
instrument of financial assurance will be deemed to be
without the required financial assurance in the event of
bankruptcy of the trustee or issuing institution, or a
suspension or revocation of the authority of the trustee
institution to act as trustee of the institution issuing the
financial assurance instrument. The owner or operator must

establish other financial assurance within 60 days after such
an event.

j. the owner or operator must provide the commissioner
with an adjustment of the cost estimate within 60 days of
notification by the commissioner, if the commissioner
determines during the annual evaluation of the qualifying
financial responsibility instrument(s) that the most recent
demonstration is no longer adequate to cover the cost of
corrective action, injection well plugging, post-injection site
care and site closure, and emergency apid rémedial response.

k. the commissioner must apptove the use and length
of pay-in-periods for trust fondsior escraw gocounty

5. The permit shallifequire the permittee to faintain
financial responsibility as $peeified gt'§609.C until:

a. the well has been “plugged and. abandoned in
accordance with g approved pluggitie andébandonment plan
pursuant to §631ayid submitted a pluggifiy and abandonment
report pursgant to §631. A5 o

b. the well has beéi convérted in compliance with the
requirgments of §609.L.7

D."Dhutyito Comply. The permittee must comply with all
conditions of a permit. Any permit noncompliance constitutes
a violition of the act and is grounds for enforcement action or
permiit  termination, revocation and reissuance, oOr
modification; or for denial of a permit renewal application if
the commissioner determines that such noncompliance
endangers underground sources of drinking water.

E. Duty to Reapply. If the permittee wishes to continue an
activity regulated by a permit after the expiration date of this
permit, the permittee must apply for and obtain a new permit.

F. Duty to Halt or Reduce Activity. It shall not be a
defense for a permittee in an enforcement action that it would
have been necessary to halt or reduce the permitted activity in
order to maintain compliance with the conditions of this
permit.

G. Duty to Mitigate. The permittee shall take all
reasonable steps to minimize or correct any adverse impact on
the environment such as the contamination of underground
sources of drinking water resulting from noncompliance with
this permit.

H. Proper Operation and Maintenance. The permittee
shall at all times properly operate and maintain all facilities
and systems of treatment and control (and related
appurtenances) which are installed or used by the permittee to
achieve compliance with the conditions of his permit. Proper
operation and maintenance includes effective performance,
adequate funding, adequate operation staffing and training,
and adequate laboratory process controls, including
appropriate quality assurance procedures. This provision
requires the operation of back-up or auxiliary facilities or
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similar systems only when necessary to achieve compliance
with the conditions of the permit.

1. Inspection and Entry. Inspection and entry shall be
allowed as prescribed in R.S. of 1950, Title 30, Section 4.

J. Compliance. Compliance with a permit during its term
constitutes compliance, for purposes of enforcement, with the
act and these regulations.

K. Property Rights. The issuance of a permit does not
convey any property rights of any sort, or any exclusive
privilege or servitude.

L. Notification Requirements

1. Planned Changes. The permittee shall give notice to
the commissioner as soon as possible of any planned physlcdl
altcratlons or addltlom to the pemutted facility -+

2. Notice of Well Completion. A new injection well
injection well may not commence injection until construction
is complete, a notice of completion has been submitted to the
commissioner, the commissioner has inspected or otherwise
reviewed the injection well and finds it is in compliance with
the conditions of the permit, and the commissioner has given
approval to begin injection.

3. Aanticipated Noncompliance. The permittee shall
give advance notice to the commissioner of any planned
changes in the pemmitted facility or activity which may result
in noncompliance with permit requirements.

4. Transfers. A permit is not transferable to.4i1¥ person
except after notice to the commissioner. The ¢émmis$itner
may require modification or revocation and fissuance of the
permit to change the name of the permitite and mcorpmate
such other requirements as may be necessary

At (See §613.)

5. Compliance Schedules;, Report of cotipliance or
noncompliance with, or any progressreports on, intérim and
final requirements contained in any compliance schedule in
these regulations shall be submitted;toithe comiissioner no
later than 14 days followiig each schiedule date.

6. Twenty-Four Hour Reporting

a. The permitige shall"report to the commissioner
any nogtompliange which may endanger health or the
enviggnment.  Any . inforhdtion  pertinent to  the
noncompliance shall’h¢ reported by telephone at (225) 342~
5515 withii:24 hours from the time the permittee becomes
aware of theéighcumsiinces. A written submission shall also
be provided withifi five days of the time the permittee
becomes awaresof the circumstances and shall contain a
description of the noncompliance and its cause; the period of
noncompliance, including exact dates and times, and if the
noncompliance has not been corrected, the anticipated time it
is expected to continue; and steps taken or planned to reduce,
eliminate, and prevent reoccurrence of the non-compliance.

b. The following additional information must be
reported within the 24-hour period provided above:

i.  any monitoring or other information which
indicates that any contaminant may cause an endangerment to
aUSDW;

ii.  any noncompliance with a permit condition or
malfunction of the injection system which may cause fluid
migration into or between USDWs.

7. The permittee shall notify the commissioner at such
times as the permit requires before conversion or
abandonment of the well or before closuré:of the project.

8. Other Noncompliance. The giermittee shall report all
instances of noncompliance not reportédunder §§609.L.5 and
609.L.6, at the time quarterly réports™are submitied. The
reports shall contain the nfgrmation:Jisted in §609.16.

aware that it failed to submit aiiy;relevant facts in a permit
application, or sybmitted incorreétiinforpgition in a pe
application or#in‘any report tothe“s@mmissioner, it shall
promptly submit such facts or infogmation.

9. Other Information.” Where thé permitice beco::{

M. Duration’pf Permity

1 UIC permits, for Cliss VI wells shall be issued for
the opciiating life of thé: facility and the post-injection site care
preriod. Thegommissioner shall review each issued Class VI
well: permit “atileast once every five years to determine
whi¢ther it should be modified, revoked and reissued,
terminated, ora minor modification made.

2. The term of a permit shall not be extended by
modifjation beyond the maximum duration specified in this
Section, except as provided in §609.M.4 below.

3. The commissioner may issue, for cause, any permit
for a duration that is less than the full allowable term under
this Section.

4. The conditions of an expired permit may continue i
force until the effective date of a new permit if the permittee
has submitted a timely and a complete application for a new
permit, and the commissioner, through no fault of the
permittee, does not issue a new permit with an effective date
on or before the expiration date of the previous permit (e.g.,
when issuance is impracticable due to time or resource
constraints).

4. Permits continued under this Section remain fully
effective and enforceable.

b. When the permittee is not in compliance with the
conditions of the expiring or expired permit, the
commissioner may choose to do any or all of the following:

i.  initiate enforcement action based upon the
permit which has been continued;

ii.  issue a notice of intent to deny the new permiit.
If the permit is denied, the owner or operator would then be
required to cease the activities authorized by the continued
permit or be subject to enforcement action for operating
without a permit;
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iii.  issue a new permit under the requirements of
these rules for issuing a new permit with appropriate
conditions; or

iv. take other actions authorized by these
regulations.

N. Schedules of Compliance. The permit may, when
appropriate, specify a schedule of compliance leading to
compliance with the act and these regulations.

1. Time for Compliance. Any schedules of compliance
under this Section shall require compliance as soon as
possible but not later than three years after the effective date
of the permit.

2. Interim Dates. Except as provided in §609N.2.b, ifa
permit establishes a schedule of compliance which exceeds
one year from the date of permit issuance, the schedule shall
set forth interim requirements and the dates for their
achievermnent.

a. The time between interim dates shall not exceed
ore year.

b. Ifthe time necessary for completion of any interim
requirements (such as the construction of a control facility) is
more than one year and is not readily divisible into stages for
completion, the permit shall specify interim dates for
submission of reports of progress toward completion of the
interim requirements and indicate a projected completion
date.

3. Reporting. The permit shall be written to require that
progress reports be submitted no later than 30 days following
each interim date and the final date of compliance.

O. Additional Conditions. The ¢gmmissioner shall
impose on a case-by-case basis such additional cdnditions as
are necessary to protect underground so@igesof drinking
water.

P. Duty to Establish and Maintaiiz Mechanical Integrity.
The permittee of a Class VI injégtion” gl shall-establish
mechanical integrity prior to commeneinig mjeetion and on a
schedule determlncd by these rule&.or the ‘commissioner.
Thereafter, ixf Class VI injection wells
must maintain mebhdmudl mtegﬂty asydefined in §627. The
Class VI

mjectlon well “owner origperator :
when it is detefmined the injection well is
lacking shiechanical ifitggrity: Upon receiving such notice, the
operator $hill immediately cease injection into the well. The
well shall rémain out of injection service until such time as
well mechanical ipgegrity is restored to the satisfaction of lhe

commissioner.

Q. The issuance of a permit does not authorize any injury
to persons or property or invasion of other private rights, or
any infringement of State or local law or regulations.

R. In addition to conditions required in all permits the
i ; shall establish conditions in permits as
required on a case-by-case basis, to provide for and assure
compliance with all applicable requirements of the SDWA
and 40 CFR Parts 144, 145, 146 and 124.

S. New permits, and to the extent allowed under §613
modified or revoked and reissued permits, shall incorporate
each of the applicable requirements referenced in this section.
An applicable requirement is a State statutory or regulatory
requirement that takes effect prior te'fitial administrative
disposition of the permit. An applicéble requirement is also
any requirement that takes effect priorto the:middification or
revocation and reissuance of gipérmut, tothe extent allowed
in §613.

T. Incorporation. All “pérmit™ conditiofis” shall be
incorporated either expressly or by reference;, If incorporated
by reference, a specific citation to'thie applicable regulations
or requirements st be given in the pegmit.

AUTHORITY*NOTE: “Promulgated in accordance with R.S.
30:4 ¢ seq., 30:22 étseq., and3DiT104 et seq.

HISTORICAL NOTE; Prosulgated by the Department of
Natural “Risources, Office of Conservation, LR 7:77 (September
2019).

§611.  Permitting Process

A.  Applicability. This Section contains procedures for
isstiifg all Class VI permits.

B+ Application Submission and Review

1. Any person required to have a UIC permit shall
submit an application to the Office of Conservation, UIC
Section, as outlined in §605.

2. Check for completeness:

a. the commissioner shall not issue a permit before
receiving an application form and any required supplemental
information which are completed to his satisfaction

b. each application for a permit submitted for a new
UIC injection well will be reviewed for completeness by the
commissioner and the applicant will be notified of the
commissioner's decision within 30 days of its receipt. Each
application for a permit submitted for an existing injection
well will be reviewed for completeness and the applicant will
be notified of the commissioner's decision within 60 days of
receipt. Upon completing the review, the commissioner shall
notify the applicant in writing whether the application is
complete.

3. Incomplete Applications

a. Ifthe application is incomplete, the commissioner
shall list in the notification in §611.B.2b above, the
information necessary to make the application complete.
When the application is for an existing UIC injection well, the
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commissioner shall specify in the notice a date for submitting
the necessary mformation. The commissioner shall notify the
applicant that the application is complete upon receiving this
information. The commissioner may request additional
information from an applicant only when necessary to clarify,
modify, or supplement previously submitted material
Requests for such additional information will not render an
application incomplete.

b. If an applicant fails or refuses to correct
deficiencies found in the application, the permit may be
denied and, for existing wells, appropriate enforcement
actions may be taken under the applicable statutory provision.

4. I the commissioner decides that a site visit is
necessary for any reason in conjunction with the processing
of an application, he shall notify the applicant, state the reason
for the visit, and a date shall be scheduled.

C. Draft Permits

1. Once an application is complete, the commissioner
shall prepare a draft permit or deny the application.

2. The applicant may appeal the decision to deny the
application in a letter to the commissioner who may then call
a public hearing through §611.G.1.

3. If the commissioner prepares a draft permit, it shall
contain the following information where appropriate:

a. all conditions under §§609, §615, 617, {619,
§621, £623, $625, $627, 4629, and §631;

b. all compliance schedules under §609.0M; and

c. all monitoring requirements under’ applicable
Paragraphs in §625.

4. All draft permits prepared undér this Sectign may be
accompanied by a fact sheet pursuant to §611;D; and shall be
publicly noticed in accordange with §611'F; and made
available for public comment pursitant to §611.1

D. Fact Sheet

1. A fact sheet:ghiall be preparéd for every draft permit
for all major UlCifacilitigy, or activitigs and for every draft
permit which the"commissioner finds mythe subject of wide-
spread public interest or;7ais8s major-issues. The fact sheet
shall briefly aet forth the principalfacts and the significant
factali” legal, “méthodolbgical and policy questions
consideped in preparing the draft permits. The commissioner
shall serid this fact shiget to the applicant and, on request, to
any other pergon.

2. The fact sheet shall include, when applicable:

a.  abrief description of the type of facility or activity
which is the subject of the draft permit;

b. the type and quantity of wastes, fluids, or
pollutants which are proposed to be or are being injected;

¢. & brief summary of the basis for the draft permit
conditions including references to applicable statutory or
regulatory provisions;

d. reasons why any requested variances or
alternatives to required standards do or do not appear
Justified;

e. adescription of the procedures for reaching a final
decision on the draft permit including:

i.  the beginning and ending dates of the comment
period under §611.F and the address where comments will be
received;

1. procedures for requestingahearing and the
nature of that hearing; and

iii.  any other procedutes by which the'public may
participate in the final decisigti;

f.  name and telephone number.of a peigortito contact
for information.

E. “Public Notice 4f Perfit Actions and Public Comment
Period

1. Scopé

The commissioner shall give public notig
sy that

the following actions have occurred:

i.  adraft permit has been prepared under §611.C;
and

ii.  ahearing has been scheduled under §611.G.

b. No public notice is required when a request for
permit modification, revocation and reissuance, or
termination is denied under §613. Written notice of that denial
shall be given to the requester and to the permittee.

c. Public notices may describe more than one permit
or permit action.
2. Timing

a. Public notice of the preparation of a draft permit

required under §611.E.1 shall allow 30 days for public
comment.

b. Public notice of a public hearing shall be given 30
days before the hearing. (Public notice of the hearing may be
given at the same time as public notice of the draft permit and
the two notices may be combined).

3. Methods. Public notice of activities described in
§611.E.1.a shall be given by the following methods:

a. by welectronic mailing (e-mailing) oy by
a copy of a notice to the following persons (an
person otherwise entitled to receive notice under this Section
may waive his rights to receive notice for any classes and

categories of permits):

i.  the applicant;
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ii.  any other agency which the commissioner
knows has issued or is required to issue a permit for the same
facility or activity (including EPA);

iii.  federal and state agencies with jurisdiction over
fish, shellfish, and wildlife resources and over coastal zone
management plans, the Advisory Council on Historic
Preservation, the State Archeological Survey and Antiquities
Commission, the Director of 1hc Public Water bupply
%upcrmsmn program in the State, i
and other appropnate govemment authormes,

iv.  persons on a UIC mailing list developed by:

(a). including those who request in writing to be
on the list;

(b). soliciting persons for “area lists” from
participants in past permit proceedings in that area; and

(c). notifying the public of the opportunity to be
put on the mailing list through periodic publication in the
public press and in such publications as Regional and State
tfunded newsletters, environmental bulletins, or State law
journals. (The commissioner may update the mailing list from
time to time by requesting written indication of continued
interest from those listed. The commissioner may delete from
the list the name of any person who fails to respond to such a
request.)

b. publication of a notice in a daily Giiweekly
newspaper within the area affected by the facility or activity;

¢. in a manner constituting legal pbtice to the public
under state law; and

d. any other method reasonably ¢aleulated to give
actual notice of the action in question toithe persons
potentially affected by it, includingpress releases of any other
form or medium to elicit public pérticipition.

4. Contents

a. All Public Notiges. Public. notices issued under
this Section shall‘¢ontain the following information:

i _.name andiddress'obihé Division of the Office
of Conseivationprigessingthe permit action for which notice
is beinig given,

1 name and address of the permittee or permit
applicant angl;if diffesent, of the facility or activity regulated
by the permit?

iii.  abrief description of the business conducted at
the facility or activity described in the permit application v

iv.  name, address, and telephone number of a
person from whom mterested persons may obtain copies of
the draft permit, the fact sheet, @ ..and further
information concerning the application;

v.  a brief description of the comment procedures
required by §611.F and the time and place of any hearing that
will be held, including a brief statement of procedures to
request a hearing (unless a hearing has already been
scheduled) and other procedures by which the public may
participate in the final permit decision; and

vi. any additional information considered
necessary or proper.

b. Public Notices for Hearingg,iln addition to the
general public notice described in §611.E4.a, the public
notice of a hearing under §611.G shall contain the following
mformation:

i.  reference to thie date of previous publignotices
relating to the permit;

ii.  date, time, and plage of the heaging; and

il abiief description of thé:natore and purpose of
the hearing, including the applicable rales and procedures.

F. Public @ommernts and Regtiests for Public Hearings.
During the publi¢, comment:périod provided under §611.G,
any“iterested perstn may $ubmit written comments on the
draft peftiit and may ‘fequest a public hearing, if no hearing
has already been scheduled. A request for a public hearing
shall be in wiiting;and shall state the nature of the issues
proposed to be raised in the hearing. All comments shall be
considited inmaking the final decision and shall be answered
ag:provided’'in §611.H.

Gi Public Hearings

1. The commissioner shall hold a public hearing
whenever he finds, on the basis of requests, a significant
degree of public interest in (a) draft permit(s). The
commissioner also may hold a public hearing at his discretion,
whenever, for instance, such a hearing might clarify one or
more issues involved in the permit decision. Public notice of
the hearing shall be given as specified in §611.G.

2. Any person may submit oral or written statements
and data concerning the draft permit. Reasonable limits may
be set upon the time allowed for oral statements, and the
submission of statements in writing may be required. The
public comment period under §611.G shall automatically be
extended to the close of any public hearing under this Section.
The hearing officer may also extend the comment period by
so stating at the hearing.

3. Atape recording or written transcript of the hearing
shall be made available to the public.

H. Response to Comments

1. At the time that any final permit is issued the
commissioner shall issue a response to comments. This
response shall:

a. specify which provisions; if any, of the draft

permit have been changed in the final permit decision, and the
reasons for the change; and
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b. briefly describe and respond to all significant
comments on the draft permit or the permit application raised
during the public comment period, or during any hearing.

2. The response to comments shall be available to the
public.

1. Permit Issuance and Effective Date

1. After closure of the public comment period,
including any public hearing, under §611.G on a draft permit,
the commissioner shall issue a final permit decision within 30
days. The commissioner shall notify the applicant and each
person who has submitted written comments or requthed
notice of the final permit decision

; For the purp()beq of thls bCCthl’l
a final permit dccmon means a final decision to issue, deny,
modify, revoke and reissue, or terminate a permit.

2. Afinal permit decision shall become effective on the
date of issuance.

3. Approval or the granting of a permit to construct a
Class VI well shall be valid for a period of one year and if not
begun in that time, the permit shall be null and void. The
permittee may request an extension of this one-year
requirement; however, the commissioner shall approve the
request for extenuating circumstances only.

AUTHORITY NOTE: Promulgated in accordance with;R.S.
30:4 et seq., 30:22 et seq., and 30:1104 et seq.

HISTORICAL NOTE: Promulgated by the Depatiinent of
Natural Resources, Office of Conservation, LR 2:28 (Séptember
2019).

§613 Permit Modification, Revocation and
Reissuance, Termination, Transfer or Renewal

A. Applicability. The rulesupf this Sectioti"sgt forth the
standards and requirements for applications angdyattions
conceming modification, revagation jjand reissuance,
termination, transfer and renewal ofipepinits.

B. Permit Actigns

1. The permitmay be modified, révoked and reissued,
or terminated for caukd The filing of a request by the
permitteg’ for' a:; permit;, modification, revocation and
reissygnce, or termupation; of a notification of plammed
changés ior anticipated noncompliance, does not stay any
permit condition.

2. The ‘péemittee shall furnish to the commissioner,
within 30 days, any mformation which the commissioner may
request to deteimine whether cause exists for modifying,
revoking and reissuing, or terminating a permit, or to
determine compliance with the permit. The permittee shall
also furnish to the commissioner, upon request, copies of
records required to be kept by the permit.

3. The commissioner may, upon his own initiative or at

the request of any interested person, review any permit to
determine if cause exists to modify, revoke and reissue, or

terminate the permit for the reasons specified in §3613.C, [},
and E. All requests shall be in writing and shall contain facts
or reasons supporting the request.

4. If the commissioner decides the request is not
justified, he shall send the person making the request a brief
written response giving a reason for the decision. Denials of
requests for modification, revocation and reissuance, or
termination are not subject to public notice, comment, or
hearings.

5. If the commissioner decides b modify or revoke and
reissue a permit under §3613.C, D, and E, he shall prepare
draft permit under §611 C incomomting e propose;
changes. 3

.l he commissiener mat)j/
request additional mformatl(m and,An the case’af a modifie
permit, may require the submission of an updated permit
application. In the case of revoked dnd reifsued permits, the
commissioner $hallrequire, if necessary; the submission of a
new application.

6. In a permit madification under this section, only
those gonditions to'be modified shall be reopened when a new
draft"permit is prepared. All other aspects of the existing
permit ‘shall remain;in effect for the duration of the
untnodified’permit. When a permit is revoked and reissued
under this section)the entire permit is reopened just as if the
permit had expired and was being reissued. During any
revocation ind reissuance proceeding the permittee shall
camply with all conditions of the existing permit until a new
finalipgimit is reissued.

C. Modification or Revocation and Reissuance of Permits

1. The following are causes for modification and may
be causes for revocation and reissuance of permits.

a.  Alterations. There are material and substantial
alterations or additions to the permitted facility or activity
which occurred after permit issuance which justify the
application of permit conditions that are different or absent in
the existing permit.

b. Information. The commissioner has received
information pertinent to the permit that would have justified

the application of different permit conditions at the time of
issuance.

¢.  New Regulations

i.  The standards or regulations on which the
permit was based have been changed by promulgation of
amended standards or regulations or by Jud1c1a1 decision after
the permit was issued

. Permits fq
less VI wells may be modlﬁed durmg their terms when:

(a). the permit condition requested to be modified
was based on a promulgated regulation or guideline;

(b). there has been a revision, withdrawal, or
modification of that portion of the regulation or guideline on
which the permit condition was based; and
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(c). a permittee requests modification within 90
days after Louisiana Register notice of the action on which
the request is based.

ii.  When standards or regulations on which the
permit was based have been changed by withdrawal of
standards or regulations or by promulgation of amended
standards or regulations which impose less stringent
requirements on the permitted activity or facility and the
permittee requests to have permit conditions based on the
withdrawn or revised standards or regulations deleted from
his permit;--i % I fdems ey

iii.  For judicial decisions, a court of competent
jurisdiction has remanded and stayed Office of Conservation
regulations or guidelines and all appeals have been exhausted,
if the remand and stay concern that portion of the regulations
or guidelines on which the permit condition was based and a
request is filed by the permittee to have permit conditions
based on the remanded or stayed standards or regulations
deleted from his permit.

d. Compliance Schedules. The commissioner
determines good cause exists for modification of a
compliance schedule, such as an act of God, strike, flood, or
materials shortage or other events over which the permittee
has little or no control and for which there is no reasonable
available remedy.

e.  Additional Modification of Class VI Permitg;. For
Class VI wells, whenever the commissioner determiiics that
permit changes are necessary based on:

i, area of review reevaluations under §615.C2;

ii.  any amendments to the tesgifig and monitoring’
plan under §625.A.10;

ili.  any amendments to the injection well plugging
plan under §631.A.3;

iv.  any amendments to'the post-injection site care
and site closure plan under §633.A%1.c;

v.  any amiendments to the emergency and remedial
response plan under §625:4:4; or

vi.  a review: ofimnitoring and testing results
conductedin agtordance with permit requirements.

2. Causes ‘far; modification or revocation and
reissuange, The following are causes to modify or,
alternatively; revoke and reissue a permit:

a.  causgexnists for termination under §613.E, and the
commissioner déf€imines that modification or revocation and
reissuance is appropriate; e+

b. the commissioner has received notification of a
proposed transfer of the permit and the transfer is determined
not to be a minor modification (see §613.D.4). A permit may
be modified to reflect a transfer after the effective date
(§613.F.2.b) but will not be revoked and reissued after the
effective date except upon the request of the new permittee;

G

3. Facility Siting. Suitability of an existing facility
location will not be considered at the time of permit
modification or revocation and reisséiance unless new

information or standards indicate thaticontintied operations at
the site pose a threat to the health origafety of persons or the
environment which was unkpown atithe timeof permit
issuance. A change of injection site or facility location may
require modification or reyteation and issuaneg as dgtermined
to be appropriate by the contmissiogier.

4. If a permit modificationgiatisfies the criteria of this
Section, a draft;permit must be prepaied and other applicable
procedures must be followed.

D. Minor Modificatigns of Pgrmits. Upon the consent of
the pefmittee, the'pommissionefmay modify a permit to make
the#goirections or dllowances for changes in the permitted
activity listed in this Bection without issuing a draft permit
and providigig for public comment. Minor modifications may
ofily:

1. cotrect typographical errors;

2. require more frequent monitoring or reporting by the
petmitiee;

3. change an interim compliance date in a schedule of
compliance, provided the new date §
interfere with attainment of the final compliance date
requirement;

4. allow for a change in ownership or operational
control of a facility where the commissioner determines that
no other change in the permit is necessary, provided that a
written agreement containing a specific date for transfer of
permit responsibility, coverage, and liability between the
current and new permittees has been submitted to the
commissioner (see §613.F);

5. change quantities or types of fluids injected which
are within the capacity of the facility as permitted and, in the
judgment of the commissioner, would not interfere with the
operation of the facility or its ability to meet conditions
prescribed in the permit, and would not change its
classification;

6. change construction requirements or plans approved
by the commissioner provided that any such alteration shall
comply with the requirements of this Section and §617. No
such changes may be physically incorporated into
construction of the well prior to approval; or

7. amend a Class VI injection well testing and
monitoring plan, plugging plan, post-injection site care and
site closure plan, or emergency and remedial response plan
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where the modifications merely clarify or correct the plan, as
determined by the commissioner.

E. Termination of Permits

1. The commissioner may terminate a permit during its
term for the following causes:
a. noncompliance by the permittee with any
condition of the permit;

b. the permittee's tfailure in the
application or during the penmit issuance process to disclose
fully all relevant facts, or the permittee's misrepresentation of
any relevant facts at any time; or

c. a determination that the permitted activity
endangers the health or safety of persons or the environment
which activity cannot be regulated to acceptable levels by
permit modification and can only be regulated to acceptable
levels by permit termination.

2. Ifthe commissioner decides to terminate a permit, he
shall issue a notice of 1ntent to terminate. A notice of intent to
terminate is a type of draft permit which follows the same
procedures as any draft permit prepared under §611.C.

3. The commissioner may alternatively decide to
modify or revoke and reissue a permit for the causes in
§613.E.1 (see §613.C.2.a).

F. Transfers of Permits

1. A permit may be transferred to a new owner:or
operator upon approval by the commissioner.

2. The current permittee shall submit an applicatibgifor
transfer at least 30 days before the proposed tranisfer date. The
application shall contain the following:

a. name and address of the transféige;
b. date of proposed trapsfer; and

c. awritten agreement between the existing #iid new
permittees containing a specific date for (fansfer 0f permit
responsibility, coverage and liability 'between” them. The
agreement should alst demonstrate to. the satisfaction of the
commuissioner thatthe finan¢ial respongibility requirements of
§609.C will be met 'ty thenew permitige.

3. Ifithe temmussioner does not notify the existing
permittée and theipioposedinew permittee of his intent to
modity br revoke and reissue the permit under §613.C.2.b the
transfer 15 jgffective op the date specified in the agreement
mentioned 1 §613.F.2;c.

4. If no agresiment described in §613.F.2.c is provided,
responsibility foi compliance with the terms and conditions
of the permit and liability for any violation will shift from the
existing permittee to the new permittee on the date the transfer
is approved.

5. If a person attempting to acquire a permit causes or
allows operation of the facility before approval by the
commissioner, it shall be considered a violation of these rules
for operating without a permit or other authorization.

AUTHORITY NOTE: Promulgated in accordance with R.S.
30:4 et seq., 30:22 et seq., and 30:1104 et seq.

HISTORICAL NOTE: Promulgated by the Department of
Natural Resources, Office of Conservation, LR 2:77 (September
2019).

§615.  Siting Criteria, AOR, and Corrective Action

A. Minimum Criteria for Siting. Appligants, owners, Jr
operators of Class VI wells mu§t demonstrate to the
satisfaction of the commissioner that the wells:will-be sited in
areas with a suitable geologi¢ systent The”demanstration
must show that the geologigi§ystem.comprises:

1. an injection zone of'§ifficienit dreal.extent, thickness,
porosity, and permeability to“iegeive the ‘fotal anticipated
volume of the carpon dioxide stream;,

2. confiningzone(s) free:of transmissive faults or
fractures anidiof sufficient areal extent and integrity to contain
the injected cathon dioxide stredm and displaced formation
fluidg; and allow “mjection’ifiproposed maximum pressures
and Valames withoutinitiating or propagating fractures in the
confinifig Fone(s).

a. The: cominissioner may require owners or
operators of Class VI wells to identify and characterize
addiivnal zones that will impede vertical fluid movement, are
frige of "faults and fractures that may interfere with
contggnment, allow for pressure dissipation, and provide
additional opportunities for monitoring, mitigation, and
remediation.

B. Area of Review (AOR)

1. The area of review is the region surrounding the
geologic sequestration project where USDWs may be
endangered by the injection activity. The area of review is
delineated using computational modeling that accounts for the
physical and chemical properties of all phases of the injected
carbon dioxide stream and is based on available site
characterization, monitoring, and operational data.

2. The owner or operator of a Class VI well must
prepare, maintain, and comply with a plan to delineate the
area of review for the proposed geologic sequestration
project, periodically reevaluate the delineation, and perform
corrective action that meets the requirements of these
regulations and is acceptable to the commissioner. The
requirement to maintain and implement an approved plan is
directly enforceable regardless of whether the requirement is
a condition of the permit. As a part of the permit application,
the owner or operator must submit an area of review and
corrective action plan that includes the following information:

a.  the method for delineating the area of review that
meets the requirements of §615.8.3, including the model to
be used, assumptions that will be made, and the site
characterization data on which the model will be based;

b. adescription of:
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i the minimum fixed frequency—not to exceed
five years—at which the owner or operator proposes to
reevaluate the arca of review,;

ii.  the monitoring and operational conditions that
would warrant a reevaluation of the area of review prior to the
next scheduled reevaluation as determined by the minimum
fixed frequency established in §615.B.2.b 1.

iii.  how monitoring and operational data (e.g.,
injection rate and pressure) will be used to inform an area of
review reevaluation; and

iv.  how corrective action will be conducted to meet
the requirements of §615.C, including what corrective action
will be performed prior to injection and what, if any, portions
of the area of review the operator proposes to have corrective
action addressed on a phased basis and how the phasing will
be determined; how cormrective action will be adjusted if there
are changes in the area of review; and how site access will be
guaranteed for future corrective action.

3. Area of Review Boundary Delineation. Owners or
operators of Class VI wells must perform the following
actions to delineate the arca of review and identify all wells
that require corrective action:

a. predict, using existing site characterization,
monitoring and operational data, and computational
modeling, the projected lateral and vertical migration of the
carbon dioxide plume and formation fluids in the subsurface
from the commencement of injection activities upti¥the
plume movement ceases, until pressure differentials;gufficient
to cause the movement of injected fluids or formation fluids
into a USDW are no longer present, or until the, erid of a fixed
time period as determined by the commisgioner. The model
must:

i.  be based on detailed geologitidatd collected to
characterize the injection zone(s), confining Zagg(s) and any
additional zones; and anticipategdipperating data including
injection pressures, rates, and totaliyGluiiies over the'proposed
life of the geologic sequestration ptoject;

1. take ipfoaccount any geologic Heterogeneities,
other discontinuities, data guality, and;their possible impact
on model predictiong; and

il consider “potential ‘thigration through faults,
fractuges, and artifigial periérations.

B, using methads approved by the commissioner, the
owner Of jgperator ‘shall at a minimum, identify all
penetrations; includifig active and abandoned wells and
underground mings, m the area of review that penetrate the
confining and injection zone(s). (See §603.H.4.) Provide a
description of each well’s type, construction, date drilled,
location, depth, record of plugging and/or completion, and
any additional information the commissioner may require;
and

¢. determine which abandoned wells in the arca of
review have been plugged in a manner that prevents the
movement of carbon dioxide or other fluids that may

endanger USDWs, including use of materials compatible with
the carbon dioxide stream.

C. Corrective Action

1. Owners or operators of Class VI wells must perform
corrective action on all wells in the area of review that are
determined to need corrective action, using methods designed
to prevent the movement of fluid into or between USDWs,
including use of materials compatible with the carbon dioxide
stream, where appropriate.

2. Atthe minimum fixed frequéncy—mnot to exceed five
years—as specified in the area of reviewandwatistive action
plan, or when monitoring and gperational conditions warrant,
owners or operators must:

a. reevaluate the arc¢a pf review in‘the’sime manner
specified in §615.B.3.a;

b. identify all wells in the reg¥aluated area of review
that require gorrectiye action in the samie manner specified in
§615.B.3;

¢. perforin corrective action on wells requiring
cartégiiye action in the reeviluated area of review in the same
mannetigpecified in §615.C.1; and

d. “submit apfamended area of review and corrective
action plan or*démonstrate to the commissioner through
ménitoring data and modeling results that no amendment to
the arca‘of féview and corrective action plan is needed. Any
attigndments to the area of review and corrective action plan
must b approved by the commissioner, must be incorporated
into‘the permit, and are subject to the permit modification
requirements at §613, as appropriate.

3. The emergency and remedial response plan (as
required by §623) and the demonstration of financial
responsibility (as described by §609.C must account for the
area of review delineated as specified in §615.B.3.a or the
most recently evaluated area of review delineated under
§615.C.2, regardless of whether or not corrective action in the
area of review is phased.

4. Allmodeling inputs and data used to support area of
review reevaluations under §615.C.2 shall be retained for at
least 10 years.

AUTHORITY NOTE: Promulgated in accordance with R.S.
30:4 et seq., 30:22 et seq., and 30:1104 et seq.

HISTORICAL NOTE: Promulgated by the Department of
Natural Resources, Office of Conservation, LR 2:7? (September
2019).

§617. Well Construction and Completion

A. Injection Well Construction Requirements

1. General. All phases of Class VI well construction
shall be supervised by a person knowledgeable and
experienced in practical drilling engineering and is familiar
with the special conditions and requirements of injection well
construction. All materials and equipment used in the
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construction of the well and related appurtenances shall be
designed and manufactured to exceed the operating
requirements of the specific project, including flow induced
vibrations. The owner or operator must ensure that all wells
are constructed and completed to:

a. prevent the movement of fluids into or between
USDWs or into any unauthorized zones;

b. allow the use of appropriate testing devices and
workover tools; and

c. allow for continuous monitoring of the annulus
space between the injection tubing and long string casing.

2. Casing and Cementing of Class VI Wells

a. Casing and cement or other materials used in the
construction of each Class VI well must have sufficient
structural strength and be designed for the life of the geologic
sequestration project. All well materials must be compatible
with fluids that the materials may be expected to come into
contact and must meet or exceed standards developed for such
materials by the American Petroleum Institute, ASTM
International, or comparable standards acceptable to the
commissioner. The casing and cementing program must be
designed to prevent the movement of fluids into or between
USDWs. In order to allow the commissioner to evaluate
casing and cementing requirements, the owner or operator
must provide the following information:

i.  depth to the injection zone(s);

ii.  injection pressure, external pressurej internal
pressure, and axial loading;

1. hole size;

iv. size and grade of all gasing strings (wall
thickness, external diameter, nominal weight, length, joint
specification, and construction material);

v.  corrosiveness of the Gmbon dioxide siream and
formation fluids;

vi. down-hole temperatures;
vii.  lithology of'injection and.confining zone(s);

viil.  type origradéof cement And cement additives
including sluery, weight {1b/eal) ‘andi¥ield (cu. fi./sack); and

ix. quantity, cliemical  composition, and
temperiture of the cirbon dioXide stream.

b. “iThe sorface’ casing of any Class VI well must
extend into a‘¢onfining bed—such as a shale—below the base
of the deepest foitniation containing a USDW. The casing
shall be cementéd with a sufficient volume of cement to
circulate cement from the casing shoe to the surface. The
commissioner will not grant an exception or variance to the
surface casing setting depth.

c. At least one long string casing, using a sufficient
number of centralizers, shall be utilized in the well If the
casing is to be perforated for injection, then the approved
casing shall extend through the base of the injection zone. If
an approved alternate construction method is used, such as the

setting of a screen, the casing shall be set to the top of the
injection interval. Regardless of the construction method
utilized, the casings shall be cemented by circulating cement
from the casing shoe to the surface in one or more stages.

d. Circulation of cement may be accomplished by
staging. Circulated to the surface shall mean that actual
cement returns to the surface were observed during the
primary cementing operation. A copy of the cementing
company’s job summary or cementing, tickets indicating
retums to the surface shall be submitt&d*ds, part of the pre-
operating requirements.

i.  The commissioney may approve anigliemative
method of cementing in casgd where the cement cannot be
circulated to the surface,:If cement;returns.are logt during
cementing, the owner or operjtorshall haye the burden of
showing—using wireline logsi—that sufficient cement
isolation is preserit to prevent the #ipyemeiit of fluid behind
the well casing’

it Remedial ;cementing, shall be done before
proceeding with, further: well gbnstruction, completion, or
conygrsion if adeduate ceniéiit'isolation of the USDW or the
injection, zone within'the casing-formation annulus cannot be
demonstiaied.

e. Cenient.aild cement additives must be compatible
witht the carbon dioxide stream and formation fluids and of
sufficiéntquality and quantity to maintain integrity over the
demgn life of the geologic sequestration project. The integrity
andl location of the cement shall be verified using technology
capable of evaluating cement quality radially and identifying
the location of channels to ensure that USDWs are not
endangered.

3. Casing and Casing Seat Tests. The owner or operator
shall monitor and record the tests using a surface readout
pressure gauge and a chart or a digital recorder. All
instruments shall be calibrated properly and in good working
order. If there is a failure of the required tests, the owner or
operator shall take necessary corrective action to obtain a
passing test.

a. Casing. After cementing each casing, but before
drilling out the respective casing shoe, all casings shall be
hydrostatically pressure tested to verify casing integrity and
the absence of leaks. For surface casing, the stabilized test
pressure applied at the surface shall be a minimum of 500
pounds per square inch gauge (PSIG). The stabilized test
pressure applied at the surface for all other casings shall be a
minimum of 1,000 PSIG. All casing test pressures shall be
maintained for one hour after stabilization. Allowable
pressure loss is limited to five percent of the test pressure over
the stabilized test duration.

i.  Casing test pressures shall never exceed the
rated burst or collapse pressures of the respective casings.

b. Casing Seat. The casing seat and cement of any
intermediate and injection casings shall be hydrostatically
pressure tested after drilling out the casing shoe. At least 10
feet of formation below the respective casing shoes shall be
drilled before the test. The test pressure applied at the surface
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shall be a minimum of 1,000 PSIG. The test pressure shall be
maintained for one hour after pressure stabilization.
Allowable pressure loss is limited to five percent of the test
pressure over the stabilized test duration.

1. Casing seat test pressures shall never exceed the
known or calculated fracture gradient of the appropriate
subsurface formation.

4. Tubing and Packer

a. Tubing and packer materials used in the
construction of each Class VI well must be compatible with
fluids that the materials may be expected to come into contact
and must meet or exceed standards developed for such
materials by the American Petroleum Institute, ASTM
International, or comparable standards acceptable to the
commissioner.

b. Injection into a Class VI well must be through
tubing with a packer set at a depth opposite an interval of
cemented casing at a location approved by the commissioner.

¢. In order for the commissioner to determine and
specify requirements for tubing and packer, the owner or
operator must submit the following information:

i depth of setting;

ii.  characteristics of the carbon dioxide stream
(chemical content, corrosiveness, temperature, and density)
and formation fluids;

iii.  maximum proposed injection pressure;
iv.  maximum proposed annular pressyre;

v. proposed imjection rate (itffermittent "o
continuous) and volume and/or mass ofithe carbon dioxide
stream,;

vi.  size of tubing and casing; and
vii.  tubing tensile, burst, #ind collapse stigfigths.

B. Logging, Sampling, and Testing Priatito. Injection Well
Operation

1. During the drilling and construction of a Class VI
well, appropriatc“logs, surveys and tésts must be run to
determine or verify; the [ depth, thickness, porosity,
permeability; and:lithology of, and'the salinity of formation
fluids;ifn  all réleyant “gtalogic formations to ensure
conformance with' ithe ‘injection well construction
requirentents of §617:and to establish accurate baseline data
against whicli, future measurements may be compared. The
well operator st siibmit to the commissioner a descriptive
report prepared by'a knowledgeable log analyst that includes
an interpretation of the results of such logs and tests. At a
minimum, such logs and tests must include:

a. deviation checks during drilling of all boreholes
constructed by drilling a pilot hole, which is enlarged by
reaming or another method. Such checks must be at
sufficiently frequent intervals to determine the location of the
borehole and to ensure that vertical avenues for fluid

movement in the form of diverging holes are not created
during drilling;

b. before and upon installation of the surface casing:

i.  resistivity, gamma-ray, spontaneous potential,
and caliper logs before the casing is installed; and

ii.  a cement bond and variable density log to
evaluate cement quality radially, and a temperature log after
the casing is set and cemented.

¢. before and upon installation of mtermediate and
long string casing:

1. resistivity, gammid-ray, spontineous potential,
porosity, caliper, fracture fiider logs, and any other fogs the
commissioner requires ‘forithe given:, geologybefore the
casing is installed; and

ii.  a cegment bond and variable density log, and a
temperature log after the casing is set'@id cemented.

d. “a%geries of tests designed to demonstrate the
internal and extérnal medhanicalntegrity of injection wells,
whigh.may include:

i, apressurg test with liquid or gas;

il “gtracertype survey to detect fluid movement
behind casing“such as a radioactive tracer or oxygen-
activation logging, or similar tool;

iii.  atemperature or noise log;
iv.  acasing inspection log.

e. any alternative methods that provide equivalent or
better information and that are required by and approved by
the commissioner.

2. The owner or operator must take whole cores or
sidewall cores of the injection zone and confining systern and
formation fluid samples from the injection zone(s), and must
submit to the commissioner a detailed report prepared by a
log analyst that includes: well log analyses (including well
logs), core analyses, and formation fluid sample information.
The commissioner may accept information on cores from
nearby wells if the owner or operator can demonstrate that
core retrieval is not possible and that such cores are
representative of conditions at the well. The commissioner
may require the owner or operator to core other formations in
the borehole.

3. The owner or operator must record the fluid
temperature, pH, conductivity, reservoir pressure, and static
fluid level of the injection zone(s).

4. At a minimum, the owner or operator must
determine or calculate the following information concerning
the injection and confining zone(s):

a. fracture pressure;

b. other physical and chemical characteristics of the
injection and confining zone(s); and

¢. physical and chemical characteristics of the
formation fluids in the injection zone(s).
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5. Upon completion, but before operating, the owner or
operator must conduct the following tests to verify
hydrogeologic characteristics of the injection zone(s):

a. apressure fall-off test; and,
b. apump test; or
c. injectivity tests.
6. The owner or operator must notify the Office of

Conservation at least 72 hours before conducting any wireline
logs, well tests, or reservoir tests.

AUTHORITY NOTE: Promulgated in accordance with R.S.
30:4 et seq., 30:22 et seq., and 30:1104 et seq.

HISTORICAL NOTE: Promulgated by the Departiment of
Natural Resources, Office of Conservation, LR 2:7? (September
2019).

§619.  Pre-Operations—Completion Report and Site
Reassessment

A. Pre-Operating Requirements. The owner or operator
of the well shall submit the following information to the
commissioner. The commissioner shall consider the
information before granting final approval for the operation
of a Class VI well:

1. the final area of review based on modeling, using
data obtained during logging and testing of the well, and
subsurface formations as required by §619.A.2:, 3., 447677,
and 10;

2. anyrelevant updates—based on data gbtained duting
logging and testing of the well and subsurfgce formations“ag
required by §619.A.3., 4:, 6., 7., and 10:%0 the.information
on the geologic structure and hydrogeologié. propeities of the
proposed storage site and overlying formations; Submitted to
satisfy the requirements of §607,C.1.b;

3. information on the comipitibility of the ‘Carbon
dioxide stream:

a.  with fluidgiin the injection; Zone(s);

b. with“mmerals”in both the njection and the
confining zone(s), “based on;the results of the formation
testing programy;.and

¢ with the materialnsed to construct the well;

4. "he results ofithe formation testing program required
at §607.C 2

5. final “ijection well construction procedures that
meet the requirestients of §617.A;

6. the status of corrective action on wells in the area of
review,

7. all available logging and testing program data on the
well required by §617.B;

8. ademonstration of mechanical integrity pursuant to
§627;

9. any updates to the proposed area of review and
corrective action plan, testing and monitoring plan, injection
well plugging plan, post-injection site care and site closure
plan, or the emergency and remedial response plan submitted
under §623, that are necessary to address new information
collected during logging and testing of the well and the
formation as required by§617.B, and any updates to the
alternative post-injection site care timeframe demonstration
submitted under §633, that are necessary to address new
information collected during the logging:and testing of the
well and the formation as required byjand

10. Any additional information. requeifed. by the
commissioner.

AUTHORITY NOTE: Promulgated” m*accorddfice with R.S.
30:4 et seq., 30:22 et seq., and 30:T10 et seq.
HISTORICAL NOTE: Promulgated by the Department
of Natural Resources, Office ¢f Conservation,
LR:2:7? (September 2019).

§621,7 Operations

A, Tnjection Well Operating Requirements

1. Injeghion Pressure. Except during stimulation, the
injection well shall'be operated so that the injection-induced
préssure in the injection zone{s: does not exceed 90 percert
of the fravtire pressure of the njection zone{s;. This shall
ciigure that the injection does not initiate new fractures qr
propagéte existing fractures in the injection zone. In no case
may“injection pressure iitiate fractures in the confining
zone(s) or cause the movement of injection or formation
fluids that endangers a USDW. Pursuant to requirements gt
§607.C.2 1, all stimulation programs must be approved by thi
commissioner as part of the permit application and
incorporated into the permit.

2. Injection between the outermost casing protecting
USDW;; and the wellbore is prohibited.

3. The owner or operator must fill the annulus between
the tubing and the long string casing with a non-cotrosive
fluid i oner_or a fluid containing
corrosion inhibitor ~approved by the commissioner.

4. Annuolus Pressure. The owner or operator shall
maintain a tubing-casing annulus pressure that exceeds the
operating injection pressure, unless the commissioner
determines that such requirement might harm the integrity of
the well or endanger a USDW. A request to operate the well
at a reduced annulus pressure must be in writing and approved
by the commissioner.

5. The owner or operator must maintain mechanical
integrity of the injection well at all times, except when doing
well workovers, well maintenance, or well remedial work
approved by the commissioner.

6. Continuous recording devices shall be installed,
used, and maintained in proper working order for each well.

a. continuous recording devices shall monitor:
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i surface injection or bottom-hole pressure;

ii.  flow rate, volume and/or mass, and temperature
of the carbon dioxide stream;

iii.  tubing-casing anmnulus pressure and annulus
fluid volume;

iv.  any other data specified by the commissioner.

b. continuous recordings suRy--3
iad-charta-ar-digital recordings. de ot
how-duration:

sEsuffictenise

shatinot
shallbe

3 34 toby- T4

4 i recarded-ig ¢
parameter-being resorded-1-30-pereent-to- T8 -percesnt

: ~Instruments shall be weatherproof or housed in
weatherproof enclosures when located in areas exposed to
climatic conditions.

7. Alarms and Automatic Shutdown Systerns

a.  Alarms and automatic shutdown systems designed
to actuate on exceedance of a predetermined monitored
condition shall be installed and maintained m proper working
order as follows:

i.  for onshore wells, alarms and automatic surface
shut-off valves or—at the discretion of the commissioner—
down-hole shut-off systems (e.g., automatic shut-off, check
valves) or, other mechanical devices that provide equivalent
protection; and

ii.  for offshore wells, alarms and automgitic down-
hole shut-off systems designed to alert the operdtor andighmt-
in the well when operating parameters giich, s annuhig
pressure, injection rate, or other parametérs diverge beyond
permitted ranges or gradients specifiediithe pertiit.

iii.  all alarms must be integrated withigny automatic
shutdown system.

b. Ifashutdown (ie., down-hole.or at the stirface) is
triggered or a loss of mechanical mtegrity s discovered, the
owner or operator mpgtimmediatel yinvestigate and identify
as expeditiously agpossiblé the cause'nf the shutoff. If, upon
such investigatiot; the wellis lacking mgehanical integrity, or
if monitored well pargmetersiindicate”that the well may be
lacking meghinival inteépyity, the owner or operator must:

i immediately cedie injection;

1i:. take all steps reasonably necessary to determine
whether ther¢may haye been a release of the injected carbon
dioxide streartipr férmation fluids into any unauthorized
zone;

iii.  notify the commissioner within 24 hours;

iv.  restore and demonstrate mechanical integrity to
the satisfaction of the commissioner prior to resuming
injection; and

v.  notify the commissioner when injection can be
expected to resume.

c. All emergency shutdown systems shall be fail-
safe. The operator shall function-test all critical systems of
control and safety at least once every six months. This
includes testing of alarms, test tripping of emergency
shutdown valves ensuring their closure times are within
design specifications, and ensuring the integrity of all
electrical, pneumatic, and hydraulic circuits. Test dates and
results shall be documented and be available for inspection by
an agent of the Office of Conservation.

8. Wellhead Identification and Prétection

a. A protective barrier shall be installed and
maintained around the wellheads;, pipiig, and aboyg ground
structures that may be vulngrable to physical or ag¢idental
damage by mobile equipmei or trespassers.

b. Anidentifying signishall be placéd at'the wellhead
of each injection well and shalliipclode atd minimum the
operator’s nameiitvell name and nusiber,Well serial number,
section-township-fasige, and any:other information required
by the commissione;, The sigh shall be of durable
construction with all lettéring kefit in a legible condition.

9. Well Workavers, No well remedial work, well
maintetignce or refiair, well or injection formation
stmulation; well plilg and abandonment or temporary
abandonment; dny,pther test of the injection well conducted
by the permittee, or well work of any kind, shall be done
withiout:prior.written authorization from the commissioner.
The operator shall submit a work permit request form (Form
UIEELT or successor) to seek well work authorization.

10. Pressure gauges that show pressure on the injection
tubing and tubing-casing annulus shall be installed at each
wellhead. Gauges shall be designed to read in increments of
10 PSIG. All gauges shall be properly calibrated and be
maintained in good working order. The pressure valves onto
which the pressure gauges are affixed shall have one-half inch
female fittings.

AUTHOCRITY NOTE: Promulgated in accordance with R.S.
30:4 et seq., 30:22 et seq., and 30:1104 et seq.

HISTORICAL NOTE: Promulgated by the Department of
Natural Resources, Office of Conservation, LR 7:77 (September
2019).

§623. Emergency Response

A. Emergency and Remedial Response.

1. As part of the permit application, the owner or
operator must provide the commissioner with an emergency
and remedial response plan that describes actions the owner
or operator must take to address movement of the injection or
formation fluids that may cause an endangerment to a USDW
during construction, operation, and post-injection site care
periods. The requirement to maintain and implement an
approved plan is directly enforceable regardless of whether
the requirement is a condition of the permuit.
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2. If the owner or operator obtains evidence that the
injected carbon dioxide stream and associated pressure front
may cause an endangerment to a USDW, the owner or
operator must:

a. immediately cease injection;

b. take all steps reasonably necessary to identify and
characterize any release;

c. notify the commissioner within 24 hours; and

d. Implement the emergency and remedial response
plan approved by the commissioner.

3. The commissioner may allow the operator to resume
injection prior to remediation if the owner or operator
demonstrates that the injection operation will not endanger
USDWs.

4. The owner or operator shall review the emergency
and remedial response plan developed under §623.A.1 atleast
once every five years. Based on this review, the owner or
operator shall submit an amended emergency and remedial
response plan or demonstrate to the commissioner that no
amendment to the emergency and remedial response plan is
needed. Any amendments to the emergency and remedial
response plan must be approved by the commissioner, must
be incorporated into the permit, and are subject to the permit
modification requirements at §613, as appropriate. Amended
plans or demonstrations shall be submitted to the
commuissioner as follows:

a. within one year of an area of review reeyaluation;

b. following any significant changes t8ithe facgity,
such as addition of injection or monitopfi:wells, 2

c. whenrequired by the commissioner.

AUTHORITY NOTE: Promulgaled. in accordari¢ewith R.S.
30:4 et seq., 30:22 et seq., and 30:1105 ¢t sy,

HISTORICAL NOTE: Promulgated by thé:: Department of
Natural Resources, Office of Conservapiofi, LR™#7 (September
2019).

§625.  Testing and Monitoring

A. Testing and;Monittring Requirements. The owner or
operatar of a Clasg VI wellsust prepare, maintain, and
coriply with a testing and monitoring plan to verify that the
geologic sequestration project is operating as permitted and is
not endangérifig USDWs. The requirement to maintain and
implement an dpproved plan is directly enforceable regardless
of whether the r¢quirement is a condition of the permit. The
testing and monitoring plan must be included with the permit
application and must include a description of how the owner
or operator will meet these requirements—including
accessing sites for all necessary monitoring and testing during
the life of the project. Testing and monitoring associated with
geologic sequestration projects must include, at a minimum:

1. analysis of the carbon dioxide stream with sufficient
frequency to yield data representative of its chemical and
physical characteristics;

2. installation and use of continuous recording devices
to monitor injection pressure, rate, and volume; the pressure
on the tubing-casing annulus; and the annulus fluid volume
added. Continuous monitoring is not required during well
workovers as defined in §621.A.5;

3. corrosion monitoring of the well#naterials for loss of
mass, thickness, cracking, pitting;and “dther signs of
corrosion, which must be performed on a quarterly basis to
ensure that the well componentgineet the gifninemiitandards
for material strength and pegformance set forth in §617.A.2,
by:

a. analyzing coupons igf the well “construction
materials placed inycontact with thigigarbon dioxide stream; or

b. routig the carbon dioxide giream through a loop
constructedivith the material used.in the well and inspecting
the materials iy, the loop;ar

¢. using dp alternafive method approved by the
comriussioner;

4. periedic monitoring of the ground water quality and
genchemical ¢hianges above the confining zone(s) that may be
a rgsualt of carbon dioxide movement through the confining
zore(s¥nradditional identified zones including:

a. thelocation and number of monitoring wells based
on $pecific information about the geologic sequestration
projéct, including injection rate and volume, geology, the
presence of artificial penetrations, and other factors; and

b. the monitoring frequency and spatial distribution
of monitoring wells based on baseline geochemical data that
has been collected under §607.C.2.e and on any modeling
results in the area of review evaluation required by §615.8.3.

5. a demonstration of external mechanical integrity
pursuant to §627.A.3 at least once every 12 months until the
injection well 1s permanently plugged and abandoned; and, if
required by the commissioner, a casing inspection log
pursuant to requirements at §627.A4 at a frequency
established in the testing and monitoring plan;

6. a pressure fall-off test at least once every five years
unless more frequent testing is required by the commissioner
based on site-specific information;

7. testing and monitoring to track the extent of the
carbon dioxide plume and the presence or absence of elevated
pressure (e.g., the pressure front) by using:

a. direct methods in the injection zone(s); and

b. indirect methods (e.g., seismic, electrical, gravity,
or electromagnetic surveys and/or down-hole carbon dioxide
detection tools), unless the commissioner determines that
such methods are not appropriate, based on site-specific
geology;
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8. The commissioner may require surface air
monitoring and/or soil gas monitoring to detect movement of
carbon dioxide that could endanger a USDW.

a. Design of Class VI surface air and/or soil gas
monitoring must be based on potential risks to USDWs within
the area of review;

b. The monitoring frequency and spatial distribution
of surface air monitoring and/or soil gas monitoring must be
decided using bascline data, and the monitoring plan must
describe how the proposed monitoring will yield useful
information on the area of review delineation and/or
compliance with standards under §603.D;

c. If an owner or operator demonstrates that
monitoring employed under 40 CFR %§{98.440 to 98.449
accomplishes the goals of §§625.A.8.a. and b., and meets the
requiremnients pursuant to §629.A.3.¢, a regulatory agency that
requires surface air/soil gas monitoring must approve the use
of monitoring employed under 40 CFR §398.440 to 98.449.
Compliance with 40 CFR §£98.440 to 98.449 pursuant to this

provision is considered a condition of the Class VI permit;

9. Any additional monitoring, as required by the
commissioner, necessary to support, upgrade, and improve
computational modeling of the area of review evaluation
required under §615.B.3 and to determine compliance with
standards under §619;

10. The owner or operator shall periodically review the
testing and monitoring plan to incorporate monitoring“data
collected under §625, operational data collected under §621,
and the most recent area of review reevaluation perfoirmed
under §615.C.2. In no case shall the owner or gpesator revigw
the testing and monitoring plan less often thiin once every five
years. Based on this review, the owngi, or opgrator shall
submit an amended testing and mofitoring plan or
demonstrate to the commmissioner that no amigidment to the
testing and monitoring plan is neéeded. Any amendients to the
testing and monitoring plan must:be approvediby the
commmissioner, must be incorporated inta fhe permit, and are
subject to the permit modification fequirenienis™at §613, as
appropriate. Amendédiplans or démonstrations shall be
submitted to the gommissivier as folldws;

a. within 12, months.. of an area of review
recvaluation;

b. followimg any siggificant changes to the facility,
such 45 ‘addition ofmonitoring wells or newly permitted
injection “Wells withisy’the area of review, on a schedule
determined byithe copimissioner; or

c. wheniéquired by the commissioner.

11. a quality assurance and surveillance plan for all
testing and monitoring requirements.

B. Monitoring and records.

1. samples and measurements taken for the purpose of
monitoring shall be representative of the monitored activity.

2. The permittee shall retain records of all monitoring
information, including the following:

a. calibration and maintenance records and all
original strip chart recordings for continuous monitoring
instrumentation, copies of all reports required by this permit,
and records of all data used to complete the application for
this permit, for a period of at least 3 years from the date of the
sample, measurement, report, or application. This period may
be extended by request of the commissioner at any time; and

b. the nature and composition of all injected fluids
until three years after the completion of any plugging and
abandonment procedures specified:iutider §629 The
commissioner may require the owner or operator to deliver
the records to the commissiongr atithe.conchiision of the
retention period.

3. Records of monitoring information-shall in¢lude:

a. the date, exact plagé;and time;of sampling or
measurements;

b. thedindividual(s) who perforned the sampling or
measuremets;

¢. the date(s) analyses were performed,;

i, the individual(s) who performed the analyses;
e the analytigal techniques or methods used; and
f. the fesultd of such analyses.

4. Owners or operators of Class VI wells shall retain
tecords agspecified in §§615.C.4, 629.A.6,631.A.5, 633.A.6,
andin33.A.8 of this chapter.

AUTHORITY NOTE: Promulgated in accordance with R.S.
30:4 et seq., 30:22 et seq., and 30:1104 et seq.
HISTORICAL NOTE: Promulgated by the Department of

Natural Resources, Office of Conservation, LR 2:7? (September
2019).

§627. Mechanical Integrity

A. Mechanical Integrity
1. AClass VI well has mechanical integrity if:

a.  there is no significant leak in the casing, tubing, or
packer; and

b. there is no significant fluid movement into a
USDW through channels adjacent to the injection wellbore.

2. To evaluate the absence of significant leaks, owners
or operators must:

a. perform an annulus pressure test:

i.  after initial well construction or conversion as
part of the pre-operating requirements;

ii.  at least once every 12 months witnessed by an
agent of the Office of Conservation; and

iii.  after performing any well remedial work that
involves unseating the tubing or packer.

b. continuously monitor injection pressure, rate,
injected volumes; pressure on the annulus between tubing and
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long-string casing; and annulus fluid volume as specified in
§621.A.6.

3. At least once every 12 months, use one of the
following methods to determine the absence of significant
fluid moverment:

a. an approved tracer-type survey such as a
radioactive tracer, oxygen-activation log, or similar tool; or

b. atemperature or noise log.

4. If required by the commissioner, run a casing
inspection log at a frequency specified in the testing and
monitoring plan at §625 to determine the presence or absence
of corrosion in the long-string casing.

5. The commissioner may require other tests to
evaluate well mechanical integrity.

a.  The commissioner may allow the use of a test to
demonstrate mechanical integrity other than those listed
above with written approval of the USEPA. To obtain
approval for the use of a new mechanical integrity test, the
owner or operator must submit a written request to the
commissioner with details of the proposed test and all
technical data supporting its use, and the commissioner will
submit a written request to the USEPA.

6. In conducting and evaluating the tests enumerated in
this section to be allowed by the commissioner, the owner or
operator and the commissioner must apply methods_and
standards generally accepted in the industry. When the 6Waer
or operator reports the results of mechanical integrity tests to
the commissioner, a description of the tests) angd: the
method(s) used must be included.

7. The commissioner may require hadditional or
alternative tests if the mechanical integrityitest results
presented are not satisfactory te, the commfisiioner to
demonstrate that there is no sigiifitant:leak in tE casing,
tubing, or packer, or to demonstratéithat thiére isnesignificant
movement of fluid inte:a.USDW resilting from the injection
activity.

AUTHORITY, NOTE: Proriulgatéf “in accordance with R.S.
30:4 et segi 30702 bseq., 41d,30:1104 et seq.

HISTORICAL NOEE, Proinulgated by the Department of
NauitiliResources, Offige of Fonservation, LR 7:77 (September
2019).

§629. Reporting

A. Reporting Requirements. The owner or operator must
provide, at a minimum, the following reports to the
commissioner—and the USEPA as specified in §629.A.5—
for each permitted Class VI well:

1. Semi-annual reports containing:

a. any changes to the physical, chemical, and other
relevant characteristics of the carbon dioxide stream from the
proposed operating data;

b. monthly average, maximum, and minimum values
for injection pressure, flow rate and volume, and annular
pressure;

¢. a description of any event that exceeds operating
parameters for annulus pressure or injection pressure
specified in the permit;

d. a description of any event which triggers a shut-
off device required by §621 and the response taken;

e. the monthly volume and/gr'mésg of the carbon
dioxide stream mnjected over the réporting period and the
volume injected cumulatively over théilife.offlié project;

f.  monthly annulus fluid volume added;

g. the results of ‘monitoring prescribed wider §625;

2. Reportiwithin 30 daysor as specified by permit, the
results of:

4. periodic tests of mechanical integrity;
b. ‘aywell workover; and

¢. any other test of the injection well conducted by
the piniittee.df required by the commissioner.

3. Report, within 24 hours:

a. any evidence that the injected carbon dioxide
strearn  or  associated pressure front may cause
endangerment to a USDW,

b. any noncompliance with a permit condition,
malfunction of the injection system, which may cause flui
migration into or between USDWs;

c. any triggering of a shut-off system (i.e., down-
hole or at the surface);

d. any failure to maintain mechanical integrity; or

e. anyrelease of carbon dioxide to the atmosphere or
biosphere pursuant to compliance with the requirement at
§625.A.8 for surface air/soil gas monitoring or other
monitoring technologies, if required by the commissioner.

4. Owners or operators must notify the commissioner
in writing in advance of doing any well work or formation
testing as required in §621.A.9.

5. Regardless of whether the State of Louisiana has
primary permit and enforcement authority (primacy) for Class
V1wells, owners or operators of Class VI wells, or applicants
for Class VI wells must submit all required submittals,
reports, and notifications under §3605, $607, 3615, §617,
§619, 5621, 5623, £625, §627, §629, $631, nrul §6335 ¢
the USEPA 1 an electronic format approved by the USEPA.

6. Records shall be retained by the owner or operator
as follows:
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a. all data collected for Class VI permit applications
in $§607 and £619 shall be retained throughout the life of the
geologic sequestration project and at least 10 years following
site closure.

b. data on the nature and composition of all injected
fluids collected under §625.A.1 shall be retained at least 10
years after site closure. The commissioner may require the
owner or operator to deliver the records to the commissioner
at the conclusion of the retention period.

c¢. monitoring data collected under §5625.A.2
through $625.A 9 shall be retained at least 10 years after it is
collected.

d.  well plugging reports, post-injection site care data,
including, if appropriate, data and information used to
develop the demonstration of the alternative post-injection
site care timeframe, and the site closure report collected
pursuant to requirements at §5$633.A.6 and $633.A.8 shall be
retained at least 10 years following site closure.

e. The commissioner may require the owner or
operator to retain any records required under these regulations
for longer than 10 years after site closure.

B. Recordkeeping. Owners or operators of Class VI wells
shall retain records as specified in §§615.C.4, §629.A.6,
$631.A.5, §633.A.6, and §633.A.8.

AUTHORITY NOTE: Promulgated in accordance withiR.5S.
30:4 et seq., 30:22 et seq., and 30:1104 et seq.

HISTORICAL NOTE: Promulgated by the Depaffinent of
Natural Resources, Office of Conservation, LR 2:2%" (Septsmber
2019).

§631. Plugging and Abandonment

A. Well Plugging and Abandonment.

1. AClass VI permit shall ifiglude conditiongithat meet
the requirements set forth in this Subsection and shall be
incorporated into the permit as“g permiit gondition. For
purposes of this subgection, termjporary of intermittent
cessation of injectibn opéidtions is notabandonment.

2. Before welliplugging, the ower or operator must
flush each Class VIl withi g buffer fluid, determine
bottombgle reseriioir presgure, and perform a final external
mechdnical integrity test.

3. “if¥ell PluggingPlan. The owner or operator of a Class
VI well nitsgt, preparg, maintain, and comply with a plan
acceptable tothé comimissioner. The requirement to maintain
and implement @i approved plan is directly enforceable
regardless of whether the requirement is a condition of the
permit. The well plugging plan must be submitted as part of
the permit application, must be designed in a way that will
prevent the movement of fluids into or between USDWs or
outside the injection zone, and must include the following
minimum information:

a. appropriate tests or measures for determining
bottomhole reservoir pressure;

b. appropriate testing methods to ensure external
mechanical integrity as specified in §627,

¢. a description of the size and amount of casing,
tubing, or any other well construction materials to be removed
from the well before well closure;

d. that prior to the placement of plugs, the well shall
be in a state of static equilibrium with the mud weight
equalized top to bottom, either by circulating the mud in the
well at least once or by a comparable methiod;

e. the type and number of plilgs to be used;

f.  the placement of éach “plug; 'meluding the
elevation of the top and bottot of each plug;

g. the type, grade)iyield, and.quantity;of material,
such as cement, to be used in pligbing. The matérial must be
compatible with the carbon dioxidgstream;

h. theineiliod of placement of the plugs;

i “pre-closuré jand proposed post-closure well
schematics;

3. that eachiplug shall be appropriately tagged and
tested forseal and stability;

k. ‘thitthe well casings shall be cut at least five feet
belaw ground surface for land-based wells, and at least 15 feet
belaw;the mud line for wells at a water location.

1. that upon successful completion of well closure of
a land-based well, a one-half (%) inch steel plate shall be
welded across all casings and inscribed with the well’s state
serial number and date plugged and abandoned, and

m. any addition information that the commissioner
may require.

4. Notice of Intent to Plug. The owner or operator must
submit the Form UIC-17, or successor form, to the
commissioner and receive written approval from the
commissioner before beginning actual well plugging
operations. The form must contain information on the
procedures to be used in the field to plug and abandon the
well.

5. Well Closure Report. The owner or operator shall
submit a closure report to the commissioner within 30 days
after well plug and abandonment. The report shall be certified
as accurate by the owner or operator and by the person
charged with overseeing the closure operation (if other than
the owner or operator). The owner or operator shall retain the
well closure report at least 10 years following site closure.
The report shall contain the following information:

a. detailed procedures of the closure operation.
Where actual closure differed from the approved plan, the
report shall include a written statement specifying the
differences between the previous plan and the actual closure;

b. all state regulatory reporting forms relating to the
closure activity; and
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c¢. any information pertinent to the closure activity including
schematics, tests, or monitoring data.

AUTHORITY NOTE: Promulgated in accordance with R.S.
30:4 et seq., 30:22 et seq., and 30:1104 et seq.

HISTORICAL NOTE: Promulgated by the Department of
Natural Resources, Office of Conservation, LR 7:77 (September
2019).

§633. Closure and Post-Closure

A. Post-Injection Site Care and Site Closure.

1. The owner or operator of a Class VI well must
prepare, maintain, and comply with a plan for post-injection
site care and site closure that meets the requirements of
§¢ .A.1b and is acceptable to the commissioner. The
requirement to maintain and implement an approved plan is
directly enforceable regardless of whether the requirement is
a condition of the permit.

a. The owner or operator must submit the post-
injection site care and site closure plan as a part of the permit
application.

b. The post-injection site care and site closure plan
must include the following information:

i the pressure differential between pre-injection
and predicted post-injection pressures in the injection zone(s);

ii.  the predicted position of the carbon digxide
plome and associated pressure fromt at site clggure as
demonstrated in the area of review evaluation reqgired under
§615.B.3.a;

carbon dioxide plume and pressure front and demonstrate that
USDWs are not being endangered.

a. Following the cessation of injection, the owner or
operator shall continue to conduct monitoring as specified in
the commissioner-approved post-injection site care and site
closure plan for at least 50 years or for the duration of the
alternative timeframe approved by the commissioner pursuant
to requirements in §633.A.3, unless the owner or operator
makes a demonstration under §633.A.2,b. The monitoring
must continue until the geologic segii¢stration project no
longer poses an endangerment fo USDWs and the
demonstration under §633.A.2.b is submitted diid approved
by the commissioner.

b. If the owner o pperatorjcan demonstrate to the
satisfaction of the commissitiier bsforé 50;yedts or prior th
the end of the approved altéiative timeframe based on
monitoring and _gther site-specific data, that the geologic
sequestration projéet no longer posésian endangerment to
USDWs, the commusginner may approve an amendment to the
post-injectionsite care ind site ¢losure plan to reduce the
frequenicy of motiitoring & may authorize site closure before
the'sng of the 50-year period or prior to the end of the
approvédglternative timeframe, where the owner or operator
has substangial evidénce that the geologic sequestration
project no lonigér peses a risk of endangerment to USDWs.

¢.  Priorto authorization for site closure, the owner or
tperatoriget submit to the commissioner for review and
dpiproval a demonstration, based on monitoring and other site-
specific” data, that no additional monitoring is needed to

an-endancerment to. USDWs.

iii.  a description of post-injgftion  monitorifig
location, methods, and proposed frequency;

iv. a proposed schedule for “eghmitting post-
injection site care monitoring regults to the
2 ithy USEPA pursuant to §629.4 §yand,

v. the duration of theé} postiuijestion “site care
timeframe and, if approved by'ith¢" commissioner, the
demonstration of the “dliernative post-injection site care
timeframe that enigures nofizendangernient of USDWs.

c.  Upon cessgtion of fiijectiol, owners or operators
of Class MwWells musg:either submit an amended post-
injection site care”ang site Glosure plan or demonstrate to the
comitmissioner through monitoring data and modeling results
that no amendment to (e plan is needed. Any amendments to
the post-injéstion sit¢ care and site closure plan must be
approved by “thig. gommissioner, be incorporated into the
permit, and aie” subject to the permit modification
requirements at §613, as appropriate.

d. At any time during the life of the geologic
sequestration project, the owner or operator may modify and
resubmit the post-injection site care and site closure plan for
the commissioner’s approval within 30 days of such change.

2. The owner or operator shall monitor the site
following the cessation of injection to show the position of the

ensure that the geologic sequestration project does not posr
|

d. Ifthe demonstration in §633.A.2.c cannot be made
(i.e., additional monitoring is needed to ensure that the
geologic sequestration project does not pose an endangerment

the approved altemative timeframe, or if the commissiongdr
does not approve the demonstration, the owner or operat
must submit to the commissioner a plan to continue post-
injection site care until a demonstration can be made and
approved by the commissioner.

to USDWgs) at the end of the 50-year period or at the end {

3. Demonstration of Alternative Post-Injection Site
Care Timeframe. The commissioner may approve, in
consultation with the USEPA, an altemative post-injection
site care timeframe other than the 50-year default, if an owner
or operator can demonstrate during the permitting process that
an alternative post-injection site care timeframe is appropriate
and ensures non-endangerment of USDWs. The
demonstration must be based on significant, site-specific data
and information including all data and information collected
pursuant to §607 and §615, and must contain substantial
evidence that the geologic sequestration project will no longer
pose a risk of endangerment to USDWs at the end of the
alternative post-injection site care timeframe.

a. A demonstration of an alternative post-injection
site care timeframe must include consideration and
documentation of:
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i the results of computational modeling
performed pursuant to delineation of the area of review under
§615.B and §615.C;

ii.  the predicted timeframe for pressure decline
within the injection zone, and any other zones, such that
formation fluids may not be forced into any USDWs; and/or
the timeframe for pressure decline to pre-injection pressures;

iii.  the predicted rate of carbon dioxide plume
migration within the injection zone, and the predicted
timeframe for the cessation of migration;

iv.  a description of the site-specific processes that
will result in carbon dioxide trapping including
immobilization by capillary trapping, dissolution, and
mineralization at the site;

v.  the predicted rate of carbon dioxide trapping in
the immobile capillary phase, dissolved phase, and/or mineral
phase;

vi. the results of laboratory analyses, research
studies, and/or field or site-specific studies to verify the
information required in clauses iv. and v. above;

vii. a characterization of the confining zone(s)
including a demonstration that it is fiee of transmissive faults,
fractures, and micro-fractures and of appropriate thickness,
permeability, and integrity to impede fluid (e.g., carbon
dioxide, formation fluids) movement;

viii.  the presence of potential conduits forfluid
movement including planned injection wells and project
monitoring wells associated with the propoggd géblogic
sequestration project or any other projects in proXimity toithe
predicted/modeled, final extent of the carhon dioxide plumie
and area of elevated pressure;

ix.  a description of the well congfguction’ and an
assessment of the quality of plugs of all abandoned wells
within the area of review;

x.  the distance between the fitjeétion zose and the
nearest USDW above the injection Zpng’ and

xi.  anygdditional site-specific factors required by
the commissioner:

b. Infonmation subsites’” to support  the
demonstration 1463 3. A'3 4 must meet the following criteria:

i, all analyges and'tests performed to support the
demonstiation must bé accurate, reproducible, and performed
in accorddiive withiithe established quality assurance
standards;

ii.  estitmation techniques must be appropriate and
USEPA-certified test protocols must be used where available;

iii.  predictive models must be appropriate and
tailored to the site conditions, composition of the carbon
dioxide stream and injection and site conditions over the life
of the geologic sequestration project;

iv.  predictive models must be calibrated using
existing information (e.g., at Class I, Class II, or Class V

experimental technology well sites) where sufficient data are
available;

v.  reasonably conservative values and modeling
assumptions must be used and disclosed to the commissioner
whenever values are estimated on the basis of known,
historical information instead of site-specific measurements;

vi. an analysis must be performed to identify and
assess aspects of the alternative post-injection site care
timeframe demonstration that contribuge, significantly to
uncertainty. The owner or operator nitist coriduct sensitivity
analyses to determine the effect that significant uncertainty
may contribute to the modeling demornsiration!

vii. an approvedgiquality: assurance andiiquality
control plan must address™ll;aspectsof the demonstration;
and,

viii.  any; additional crifegia  gequired by the
commissioner.

4. Notigg of Intent for Sité: Closure. The owner or
operator must totify the"¢ommiséioner in writing at least 120
dayshefore site closyre. Atthis'time, if any changes have been
madetuithe original post-ijection site care and site closure
plan, thé'owner or opetator must also provide the revised plan.
The commissioner may allow for a shorter notice period.

5. After the commissioner has authorized site closure,
the " 08¥ier eroperator must plug all monitoring wells in a
mtanner which will not allow movement of injection or
formgation fluids that endangers a USDW.

6.  The owner or operator must submit a site closure
report to the commissioner within 90 days after site closure,
which must also be retained by the owner or operator for at
least 10 years. The report must include:

a. documentation of appropriate injection and
monitoring well plugging as specified in §631 and §633.A.5.
The owner or operator must provide a copy of a survey plat
which has been submitted to the local zoning authority
designated by the commissioner. The plat must indicate the
location of'the injection well relative to permanently surveyed
benchmarks. The owner or operator must also submit a copy
of the plat to the USEPA as in §629.A.5;

b. documentation of appropriate notification and
information to such State, local and Tribal authorities that
have authority over drilling activities to enable such State,
local, and Tribal authorities to impose appropriate conditions
on subsequent drilling activities that may penetrate the
injection and confining zone(s); and

c. records reflecting the nature, composition, and
volume of the carbon dioxide stream.

7. Each owner or operator of a Class VI injection well
must record a notation on the deed to the facility property or
any other document that is normally examined during title
search that will in perpetuity provide any potential purchaser
of the property the following information:

a. the fact that land has been used to sequester carbon
dioxide;
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b. the name of the State agency, local authority,
and/or Tribe with which the survey plat was filed, as well as
the address of the USEPA Regional Office to which it was
submitted; and

¢. the volume of fluid injected, the injection zone or
zones into which it was injected, and the period over which
injection occurred.

8. The owner or operator must retain for at least 10
years following site closure, records collected during the post-
injection site care period. The owner or operator must deliver
the records to the commissioner at the conclusion of the

AUTHORITY NOTE: Promulgated in accordance with R.S.
30:4 et seq., 30:22 et seq., and 30:1104 et seq.

HISTORICAL NOTE: Promulgated by the Department of
Natural Resources, Office of Conservation, LR 7:77 (September
2019).

Richard P. leyoub
Commissioner
14024044
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